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We know how.

Leister Brand 
Products

Quality for Reliability
With innovative ideas and extensive application knowledge, we develop modules, devices and machines for the world market. 
Our focus is always on functionality, ergonomics and attractive design. Our consistent process and quality management from 
the product idea to the end of the service life of our products ensures the Leister quality that has been known for decades and 
meets the highest demands. Leister stands for performance in premium products – around the clock and around the globe.
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We are Leister

Experienced engineers, product managers and spe -
�F�L�D�O�L�V�W�V���I�U�R�P���,�6�2�������������F�H�U�W�L�¾�H�G���/�H�L�V�W�H�U���$�*���L�Q���6�Z�L�W-
zerland develop products and systems for plastic 
�Z�H�O�G�L�Q�J���D�S�S�O�L�F�D�W�L�R�Q�V���D�Q�G���I�R�U���J�H�Q�H�U�D�W�L�Q�J���L�Q�G�X�V�W�U�L-
al process heat. Based on innovative technologies 
including hot air, contact heat, extrusion, laser and 
infrared, and our passion for customized solutions, 
�Z�H���U�H���D�E�O�H���W�R���V�L�J�Q�L�¾�F�D�Q�W�O�\���L�Q�¿�X�H�Q�F�H���R�X�U���P�D�U�N�H�W���V�H�J-
�P�H�Q�W���D�Q�G���V�H�W���K�L�J�K���V�W�D�Q�G�D�U�G�V���Z�R�U�O�G�Z�L�G�H��

Our employees are proud to produce high-quality premium 
�S�U�R�G�X�F�W�V���R�»�H�U�L�Q�J���V�W�U�R�Q�J�����U�H�O�L�D�E�O�H���S�H�U�I�R�U�P�D�Q�F�H�����&�O�R�V�H���F�R�R�S-
�H�U�D�W�L�R�Q���Z�L�W�K���R�X�U���Z�R�U�O�G�Z�L�G�H���F�X�V�W�R�P�H�U�V�����V�D�O�H�V���S�D�U�W�Q�H�U�V���D�Q�G��
�V�X�S�S�O�L�H�U�V���L�V���H�V�V�H�Q�W�L�D�O���I�R�U���R�X�U���P�X�W�X�D�O���V�X�F�F�H�V�V�����/�R�F�D�O���H�[�S�H�U�W�V��
�S�U�R�Y�L�G�H���V�D�O�H�V���D�Q�G���V�H�U�Y�L�F�H���V�X�S�S�R�U�W���W�R���R�X�U���F�X�V�W�R�P�H�U�V���L�Q���R�Y�H�U��
���������F�R�X�Q�W�U�L�H�V�����(�L�J�K�W���F�R�X�Q�W�U�\���V�X�E�V�L�G�L�D�U�L�H�V���D�Q�G�����������V�D�O�H�V���D�Q�G��
�V�H�U�Y�L�F�H���S�R�L�Q�W�V���J�X�D�U�D�Q�W�H�H���R�X�U���Z�R�U�O�G�Z�L�G�H���S�U�H�V�H�Q�F�H���D�Q�G���F�X�V-
�W�R�P�H�U���S�U�R�[�L�P�L�W�\��
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Global Leader in Plastics Processing

�/�H�L�V�W�H�U���L�V���F�K�D�U�D�F�W�H�U�L�]�H�G���E�\���S�U�R�G�X�F�W�V���I�H�D�W�X�U�L�Q�J���D���Z�L�G�H���U�D�Q�J�H���R�I���W�H�F�K�Q�R�O�R�J�L�H�V���I�R�U���S�U�R�F�H�V�V�L�Q�J���S�O�D�V�W�L�F�V���D�Q�G��
�G�H�V�L�J�Q�H�G���I�R�U���D���E�U�R�D�G���V�S�H�F�W�U�X�P���R�I���D�S�S�O�L�F�D�W�L�R�Q�V�����:�H���G�H�Y�H�O�R�S���D�Q�G���S�U�R�G�X�F�H���D�S�S�O�L�F�D�W�L�R�Q���V�S�H�F�L�¾�F���S�U�R�G�X�F�W�V����
�L�Q�F�O�X�G�L�Q�J���D�F�F�H�V�V�R�U�L�H�V�����I�R�U���Z�H�O�G�L�Q�J�����V�K�U�L�Q�N�L�Q�J�����I�R�U�P�L�Q�J�����K�H�D�W�L�Q�J���D�Q�G���M�R�L�Q�L�Q�J���S�O�D�V�W�L�F�V���L�Q���R�X�U���E�X�V�L�Q�H�V�V���D�U�H�D�V���R�I��
�S�O�D�V�W�L�F���Z�H�O�G�L�Q�J�����3�O�D�V�W�L�F���:�H�O�G�L�Q�J���3�U�R�G�X�F�W�V�����D�Q�G���L�Q�G�X�V�W�U�L�D�O���S�U�R�F�H�V�V���K�H�D�W�����D�V���Z�H�O�O���D�V���O�D�V�H�U���V�\�V�W�H�P�V�����,�Q�G�X�V�W�U�L�D�O��
�+�H�D�W���D�Q�G���/�D�V�H�U���6�\�V�W�H�P�V����

Plastic Welding Products
�7�K�H���/�H�L�V�W�H�U���S�U�R�G�X�F�W���U�D�Q�J�H���I�R�U���S�O�D�V�W�L�F���Z�H�O�G�L�Q�J���L�Q�F�O�X�G�H�V���K�R�W���D�L�U��
�K�D�Q�G���W�R�R�O�V�����H�[�W�U�X�G�H�U�V���D�Q�G���Z�H�O�G�L�Q�J���P�D�F�K�L�Q�H�V�����L�Q�F�O�X�G�L�Q�J���F�R�P-
�S�U�H�K�H�Q�V�L�Y�H���D�F�F�H�V�V�R�U�L�H�V���I�R�U���F�U�D�I�W�V�P�H�Q���D�Q�G���L�Q�G�X�V�W�U�\�����:�L�W�K���R�Y�H�U��
�������\�H�D�U�V���R�I���H�[�S�H�U�L�H�Q�F�H�����Z�H���R�»�H�U���\�R�X���S�U�R�G�X�F�W�V���D�Q�G���V�H�U�Y�L�F�H�V��
�W�K�D�W���V�H�W���V�W�D�Q�G�D�U�G�V���L�Q���\�R�X�U���U�H�V�S�H�F�W�L�Y�H���D�U�H�D�V���R�I���H�[�S�H�U�W�L�V�H��

Industrial Heat and Laser Systems
�/�H�L�V�W�H�U���R�»�H�U�V���W�K�U�H�H���W�H�F�K�Q�R�O�R�J�L�H�V���I�R�U���W�K�H���L�Q�G�X�V�W�U�L�D�O���V�H�F�W�R�U�����+�R�W��
�D�L�U�����L�Q�I�U�D�U�H�G���D�Q�G���O�D�V�H�U�����7�K�L�V���P�H�D�Q�V���W�K�D�W���Z�H���F�R�Y�H�U���W�K�H���P�D�M�R�U�L-
�W�\���R�I���L�Q�G�X�V�W�U�L�D�O���S�U�R�F�H�V�V���K�H�D�W���D�Q�G���S�O�D�V�W�L�F���F�R�Q�Q�H�F�W�L�R�Q���D�S�S�O�L�F�D-
�W�L�R�Q�V�����<�R�X���Z�L�O�O���¾�Q�G���W�K�H���U�L�J�K�W���V�R�O�X�W�L�R�Q���I�R�U���\�R�X�U���F�K�D�O�O�H�Q�J�H���L�Q���R�X�U��
�Z�L�G�H���U�D�Q�J�H���R�I���S�U�R�G�X�F�W�V��
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Global Presence and Customer Proximity

�2�X�U���Z�R�U�O�G�Z�L�G�H���V�D�O�H�V���D�Q�G���V�H�U�Y�L�F�H���Q�H�W�Z�R�U�N�����Z�L�W�K�����������V�D�O�H�V���D�Q�G���V�H�U�Y�L�F�H���S�R�L�Q�W�V���I�R�U���/�H�L�V�W�H�U���S�U�R�G�X�F�W�V�����H�Q�V�X�U�H�V��
presence and proximity on all continents.

�)�R�U���G�H�F�D�G�H�V�����Z�H���K�D�Y�H���H�Q�M�R�\�H�G���F�O�R�V�H���F�X�V�W�R�P�H�U���U�H�O�D�W�L�R�Q�V�K�L�S�V���W�K�U�R�X�J�K���R�X�U���J�O�R�E�D�O���S�U�H�V�H�Q�F�H���Z�L�W�K���H�L�J�K�W���F�R�X�Q�W�U�\���V�X�E�V�L�G�L�D�U�L�H�V���D�Q�G��
�R�X�U���F�O�R�V�H���Q�H�W�Z�R�U�N���R�I���O�R�F�D�O���V�D�O�H�V���D�Q�G���V�H�U�Y�L�F�H���S�D�U�W�Q�H�U�V�����$�G�G�L�W�L�R�Q�D�O�O�\�����\�R�X���F�D�Q���¾�Q�G���/�H�L�V�W�H�U���S�U�R�G�X�F�W�V���L�Q���R�X�U���R�Q�O�L�Q�H���V�K�R�S�V��

Leister Companies

Sales Entities

Distributors
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We are local. Worldwide.

�2�X�U���V�D�O�H�V���D�Q�G���V�H�U�Y�L�F�H���S�D�U�W�Q�H�U�V���U�H�J�X�O�D�U�O�\���S�D�U�W�L�F�L�S�D�W�H���L�Q���W�U�D�L�Q�L�Q�J���F�R�X�U�V�H�V���I�R�U���D�S�S�O�L�F�D�W�L�R�Q�V�����S�U�R�G�X�F�W�V���D�Q�G���U�H�S�D�L�U�V���D�Q�G���D�U�H���F�H�U�W�L�¾�H�G��
�D�F�F�R�U�G�L�Q�J�O�\�����7�K�L�V���Z�D�\�����Z�H���J�X�D�U�D�Q�W�H�H���R�X�U���F�X�V�W�R�P�H�U�V���F�R�P�S�H�W�H�Q�W���V�H�U�Y�L�F�H���Z�R�U�O�G�Z�L�G�H���L�Q���D�F�F�R�U�G�D�Q�F�H���Z�L�W�K���R�X�U���K�L�J�K���V�W�D�Q�G�D�U�G�V��

�0�R�G�H�U�Q���O�R�J�L�V�W�L�F�V���K�X�E�V�����D�V���Z�H�O�O���D�V���H�T�X�L�S�P�H�Q�W���D�Q�G���V�S�D�U�H���S�D�U�W�V���Z�D�U�H�K�R�X�V�H�V���L�Q���D�O�O���F�R�X�Q�W�U�L�H�V���Z�L�W�K���D���/�H�L�V�W�H�U���U�H�S�U�H�V�H�Q�W�D�W�L�Y�H�����H�Q�V�X�U�H��
�G�H�O�L�Y�H�U�L�H�V���Z�R�U�O�G�Z�L�G�H��

Headquarters

�/�H�L�V�W�H�U���$�*
Galileo-Strasse 10
�����������.�D�H�J�L�V�Z�L�O 
�6�Z�L�W�]�H�U�O�D�Q�G

+41 41 662 74 74
�O�H�L�V�W�H�U�#�O�H�L�V�W�H�U���F�R�P
�O�H�L�V�W�H�U���J�U�R�X�S���F�R�P

Development & Manufacturing  
�R�I���W�K�H���%�U�D�Q�G���/�H�L�V�W�H�U

�/�H�L�V�W�H�U���7�H�F�K�Q�R�O�R�J�L�H�V���$�*
Riedstrasse 10
�����������6�D�U�Q�H�Q 
�6�Z�L�W�]�H�U�O�D�Q�G

+41 41 662 74 74
�O�H�L�V�W�H�U�#�O�H�L�V�W�H�U���F�R�P
�O�H�L�V�W�H�U���F�R�P

Development & Manufacturing  
�R�I���W�K�H���%�U�D�Q�G���$�[�H�W�U�L�V

�$�[�H�W�U�L�V���$�*
�6�F�K�Z�D�U�]�H�Q�E�H�U�J�V�W�U�D�V�V�H������
�����������.�D�H�J�L�V�Z�L�O 
�6�Z�L�W�]�H�U�O�D�Q�G

+41 41 662 76 76
�D�[�H�W�U�L�V�#�D�[�H�W�U�L�V���F�R�P
�D�[�H�W�U�L�V���F�R�P

Leister Companies

Sales Entities

Distributors
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Services

�'�R���\�R�X���Z�D�Q�W���W�R���N�Q�R�Z���Z�K�L�F�K���/�H�L�V�W�H�U���S�U�R�G�X�F�W�V���E�H�V�W��
�P�H�H�W���\�R�X�U���U�H�T�X�L�U�H�P�H�Q�W�V�"���'�R���\�R�X���K�D�Y�H���D���V�S�H�F�L�¾�F��
�F�K�D�O�O�H�Q�J�H���Z�K�H�Q���Z�R�U�N�L�Q�J���Z�L�W�K���D���/�H�L�V�W�H�U���S�U�R�G�X�F�W�"���'�R��
�\�R�X���Q�H�H�G���L�Q�I�R�U�P�D�W�L�R�Q���R�Q���F�R�Q�V�X�P�D�E�O�H�V���D�Q�G���V�S�D�U�H��
parts?

Leister services at a glance
�/�H�L�V�W�H�U���R�»�H�U�V���W�K�H���I�R�O�O�R�Z�L�Q�J���V�H�U�Y�L�F�H�V��

 �„ Product advice

 �„ �$�S�S�O�L�F�D�W�L�R�Q���D�G�Y�L�F�H

 �„ �7�U�D�L�Q�L�Q�J

 �„ Repair

 �„ �$�G�Y�L�F�H���R�Q���D�F�F�H�V�V�R�U�L�H�V�����F�R�Q�V�X�P�D�E�O�H�V���D�Q�G���V�S�D�U�H���S�D�U�W�V

Our sales and service points
�6�F�D�Q���W�K�H���4�5���F�R�G�H���Z�L�W�K���W�K�H���F�D�P�H�U�D���R�Q���\�R�X�U���V�P�D�U�W�S�K�R�Q�H���R�U��
�W�D�E�O�H�W���W�R���D�F�F�H�V�V���W�K�H���Z�R�U�O�G�Z�L�G�H���Q�H�W�Z�R�U�N���R�I���/�H�L�V�W�H�U���V�D�O�H�V���D�Q�G��
�V�H�U�Y�L�F�H���S�R�L�Q�W�V��

https://www.leister.com/s/ssp/cqa
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Leister Academy

�7�K�H���/�H�L�V�W�H�U���$�F�D�G�H�P�\���S�U�R�P�R�W�H�V���W�K�H���N�Q�R�Z�O�H�G�J�H���D�Q�G��
professional competence of our customers, sales 
�S�D�U�W�Q�H�U�V���D�Q�G���H�P�S�O�R�\�H�H�V�����,�W���R�»�H�U�V���P�D�Q�\���W�U�D�L�Q�L�Q�J���V�H�V-
�V�L�R�Q�V���I�R�U���G�L�»�H�U�H�Q�W���W�D�U�J�H�W���J�U�R�X�S�V���D�Q�G���Q�H�H�G�V��

�/�H�L�V�W�H�U���$�F�D�G�H�P�\���H�[�S�H�U�W�V���F�R�Q�Y�H�\���W�K�H�L�U���V�S�H�F�L�D�O�L�]�H�G���N�Q�R�Z�O�H�G�J�H��
�L�Q���V�H�Y�H�U�D�O���O�D�Q�J�X�D�J�H�V���
���E�R�W�K���L�Q���G�L�J�L�W�D�O���P�H�G�L�D���D�Q�G���L�Q���R�Q���V�L�W�H��
�W�U�D�L�Q�L�Q�J���F�R�X�U�V�H�V�����7�K�H���/�H�L�V�W�H�U���$�F�D�G�H�P�\���R�»�H�U�V��

 �„ �7�H�F�K�Q�L�F�D�O���W�U�D�L�Q�L�Q�J���I�R�U���Y�D�U�L�R�X�V���S�U�R�G�X�F�W���V�H�J�P�H�Q�W�V

 �„ �9�D�U�L�R�X�V���H���O�H�D�U�Q�L�Q�J���P�H�G�L�D�����R�Q�O�L�Q�H���W�U�D�L�Q�L�Q�J�V���D�Q�G���Z�H�E�L�Q�D�U�V��

 �„ �7�U�D�L�Q�L�Q�J���D�Q�G���G�H�Y�H�O�R�S�P�H�Q�W���S�U�R�J�U�D�P�V

 �„ �&�O�D�V�V�U�R�R�P���D�Q�G���U�H�P�R�W�H���W�U�D�L�Q�L�Q�J���S�U�R�J�U�D�P�V���R�Q���Y�D�U�L�R�X�V��
topics

 �„ �7�U�D�L�Q���W�K�H���7�U�D�L�Q�H�U���S�U�R�J�U�D�P�V



GPS supported  
myLeister app LQS

Leister-Quality-System

GPS
Global-Positioning-System

Wi-Fi
Wireless Fidelity
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Innovation and Technology

�/�H�L�V�W�H�U���L�V���W�K�H���W�H�F�K�Q�R�O�R�J�\���O�H�D�G�H�U���L�Q���L�W�V���P�D�U�N�H�W���V�H�J-
ments. Our core technologies – hot air, contact heat, 
extrusion, laser and infrared – are crucial for the 
long-term success of our customers.

�(�[�S�H�U�W�V���I�U�R�P���U�H�V�H�D�U�F�K���D�Q�G���G�H�Y�H�O�R�S�P�H�Q�W���D�V���Z�H�O�O���D�V���S�U�R�G�X�F�W��
�P�D�Q�D�J�H�P�H�Q�W���Z�R�U�N���F�O�R�V�H�O�\���W�R�J�H�W�K�H�U���W�R���F�R�Q�W�L�Q�X�R�X�V�O�\���G�H�Y�H�O�R�S��
�R�X�U���S�U�R�G�X�F�W���S�R�U�W�I�R�O�L�R�����7�K�L�V���D�O�O�R�Z�V���W�K�H�P���W�R���I�R�F�X�V���R�Q���F�X�V�W�R�P-
�H�U���Q�H�H�G�V�����P�D�U�N�H�W���F�R�Q�G�L�W�L�R�Q�V���D�Q�G���Q�H�Z���D�S�S�O�L�F�D�W�L�R�Q���S�R�V�V�L�E�L�O�L�W�L�H�V��
�D�Q�G���P�D�W�H�U�L�D�O���U�H�T�X�L�U�H�P�H�Q�W�V��

Research and development
�'�H�F�D�G�H�V���R�I���H�[�S�H�U�L�H�Q�F�H���L�Q���M�R�L�Q�L�Q�J���S�O�D�V�W�L�F�V���D�Q�G���L�Q���L�Q�G�X�V�W�U�L-
�D�O���S�U�R�F�H�V�V���K�H�D�W���P�D�N�H���X�V���\�R�X�U���T�X�D�O�L�¾�H�G���S�D�U�W�Q�H�U�����:�H���G�H�Y�H�O�R�S��
�Q�H�Z���D�Q�G���R�S�W�L�P�L�]�H���H�[�L�V�W�L�Q�J���S�U�R�G�X�F�W�V���Z�L�W�K���J�U�H�D�W���S�D�V�V�L�R�Q�����D�Q�G��
�L�Q���H�[�F�K�D�Q�J�H���Z�L�W�K���R�X�U���F�X�V�W�R�P�H�U�V���I�U�R�P���L�Q�G�X�V�W�U�\�����F�R�Q�V�W�U�X�F�W�L�R�Q��
�D�Q�G���W�U�D�G�H�����2�X�U���F�X�V�W�R�P�H�U�V���E�H�Q�H�¾�W���I�U�R�P���K�L�J�K���T�X�D�O�L�W�\�����U�H�O�L�D�E�L�O�L-
�W�\�����L�Q�Q�R�Y�D�W�L�R�Q���D�Q�G���H�¼�F�L�H�Q�F�\��

Innovation drives us
���������R�I���R�X�U���H�P�S�O�R�\�H�H�V���Z�R�U�N���L�Q���U�H�V�H�D�U�F�K���D�Q�G���G�H�Y�H�O�R�S�P�H�Q�W����
�6�S�H�F�L�D�O�L�V�W�V���I�U�R�P���W�K�H���¾�H�O�G�V���R�I���S�U�R�G�X�F�W���P�D�Q�D�J�H�P�H�Q�W�����S�U�R�F�H�V�V��
�H�Q�J�L�Q�H�H�U�L�Q�J�����P�H�F�K�D�Q�L�F�D�O���H�Q�J�L�Q�H�H�U�L�Q�J�����H�O�H�F�W�U�L�F�D�O���H�Q�J�L�Q�H�H�U-
�L�Q�J���D�Q�G���S�U�R�G�X�F�W���G�H�V�L�J�Q���G�H�Y�H�O�R�S���W�K�H���S�U�R�G�X�F�W�V���D�Q�G���V�R�O�X�W�L�R�Q�V��
�R�I���W�R�P�R�U�U�R�Z�����)�R�U�Z�D�U�G���W�K�L�Q�N�L�Q�J���W�H�F�K�Q�R�O�R�J�L�H�V���D�U�H���H�V�W�D�E�O�L�V�K�H�G��
�H�D�U�O�\���R�Q���D�Q�G���W�D�N�H�Q���L�Q�W�R���D�F�F�R�X�Q�W���L�Q���S�U�R�G�X�F�W���G�H�Y�H�O�R�S�P�H�Q�W����
�W�K�D�Q�N�V���W�R���R�X�U���I�R�F�X�V���R�Q���F�X�V�W�R�P�H�U���Q�H�H�G�V��

�&�H�U�W�L�¾�H�G���S�U�R�G�X�F�W�V���P�H�H�W���J�O�R�E�D�O���V�W�D�Q�G�D�U�G�V
�2�X�U���S�U�R�G�X�F�W�V���D�U�H���G�H�V�L�J�Q�H�G���D�Q�G���G�H�Y�H�O�R�S�H�G���D�F�F�R�U�G�L�Q�J���W�R��
�Q�D�W�L�R�Q�D�O���D�Q�G���L�Q�W�H�U�Q�D�W�L�R�Q�D�O���V�W�D�Q�G�D�U�G�V�����3�U�R�G�X�F�W���V�W�D�Q�G�D�U�G�V�����V�X�F�K��
�D�V���,�6�2�����,�(�&�����(�1���R�U���8�/���V�W�D�Q�G�D�U�G�V�����D�U�H���D�O�V�R���W�D�N�H�Q���L�Q�W�R���D�F�F�R�X�Q�W����
�D�V���Z�H�O�O���D�V���D�S�S�O�L�F�D�W�L�R�Q���U�H�O�D�W�H�G���V�W�D�Q�G�D�U�G�V���D�Q�G���J�X�L�G�H�O�L�Q�H�V��

�,�Q���D�G�G�L�W�L�R�Q�����D�F�F�U�H�G�L�W�H�G���D�Q�G���L�Q�G�H�S�H�Q�G�H�Q�W���W�K�L�U�G���S�D�U�W�L�H�V���F�K�H�F�N��
�R�X�U���S�U�R�G�X�F�W�V���I�R�U���F�R�P�S�O�L�D�Q�F�H���Z�L�W�K���V�W�D�Q�G�D�U�G�V�����,�I���W�K�H���S�U�R�G�X�F�W�V��
�P�H�H�W���W�K�H���U�H�T�X�L�U�H�G���F�U�L�W�H�U�L�D�����W�K�H�\���D�U�H���F�H�U�W�L�¾�H�G���D�Q�G���F�D�U�U�\���W�K�H���8�/��
�/�L�V�W�L�Q�J���0�D�U�N���D�Q�G���R�U���W�K�H���&�(���P�D�U�N���D�V���Z�H�O�O���D�V���Y�D�U�L�R�X�V���O�R�F�D�O���F�H�U-
�W�L�¾�F�D�W�L�R�Q�V�����I�R�U���H�[�D�P�S�O�H�����7�K�H�V�H���F�H�U�W�L�¾�F�D�W�H�V���D�U�H���L�V�V�X�H�G���X�Q�G�H�U��
�W�K�H���F�R�Q�G�L�W�L�R�Q���W�K�D�W���W�K�H���S�U�R�G�X�F�W���P�D�Q�X�I�D�F�W�X�U�H�U���S�H�U�P�L�W�V���U�H�J�X�O�D�U��
�F�K�H�F�N�V�����:�L�W�K�L�Q���W�K�H���V�F�R�S�H���R�I���X�Q�D�Q�Q�R�X�Q�F�H�G���D�X�G�L�W�V�����L�Q�V�S�H�F�W�R�U�V��
�H�Q�V�X�U�H���W�K�D�W���S�U�R�G�X�F�W�L�R�Q���L�V���L�Q���D�F�F�R�U�G�D�Q�F�H���Z�L�W�K���W�K�H���W�H�V�W���V�D�P�S�O�H��



GPS supported  
myLeister app LQS

Leister-Quality-System

GPS
Global-Positioning-System

Wi-Fi
Wireless Fidelity
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Leister-Quality-System (LQS)
�/�4�6���D�Q�G���P�\�/�H�L�V�W�H�U���D�S�S���J�X�D�U�D�Q�W�H�H���\�R�X���P�D�U�N�H�W���E�H�Q�H�¾�W�V����
�7�K�D�Q�N�V���W�R���/�4�6�����\�R�X���D�Q�G���\�R�X�U���F�X�V�W�R�P�H�U�V���U�H�F�H�L�Y�H���G�R�F�X�P�H�Q�W�H�G��
�H�Y�L�G�H�Q�F�H���R�I���W�K�H���Z�H�O�G�L�Q�J���T�X�D�O�L�W�\��

�:�L�W�K���W�K�H���/�4�6���I�X�Q�F�W�L�R�Q���D�Q�G���W�K�H���P�\�/�H�L�V�W�H�U���D�S�S�����\�R�X���F�D�Q���U�H�F�R�U�G��
�W�K�H���U�H�O�H�Y�D�Q�W���Z�H�O�G�L�Q�J���S�D�U�D�P�H�W�H�U�V�����W�H�P�S�H�U�D�W�X�U�H�����V�S�H�H�G�����D�L�U���Y�R�O-
�X�P�H�����R�X�W�S�X�W���D�Q�G���Z�H�O�G�L�Q�J���I�R�U�F�H���G�X�U�L�Q�J���Z�H�O�G�L�Q�J�����7�K�L�V���P�D�N�H�V��
�I�X�Q�F�W�L�R�Q�V���I�R�U���H�Y�D�O�X�D�W�L�Q�J���\�R�X�U���Z�H�O�G�L�Q�J���G�D�W�D���D�Y�D�L�O�D�E�O�H���W�R���\�R�X��

�,�Q���W�K�H���H�[�S�R�U�W���I�X�Q�F�W�L�R�Q���R�I���W�K�H���P�\�/�H�L�V�W�H�U���D�S�S�����V�L�P�S�O�\���V�D�Y�H���W�K�H��
�U�H�F�R�U�G�H�G���G�D�W�D���L�Q���3�'�)���U�H�S�R�U�W�V���D�Q�G���V�H�Q�G���W�K�H�P���E�\���H�P�D�L�O�����7�K�H��
�U�H�S�R�U�W�V���F�R�Q�W�D�L�Q���F�O�H�D�U���U�H�S�U�H�V�H�Q�W�D�W�L�R�Q�V���R�I���W�K�H���S�D�U�D�P�H�W�H�U�V���D�V��
�J�U�D�S�K�V���D�Q�G���L�Q���W�D�E�O�H���I�R�U�P�����6�X�E�V�H�T�X�H�Q�W���D�U�F�K�L�Y�L�Q�J���L�V���J�X�D�U�D�Q-
�W�H�H�G���V�H�F�X�U�H�O�\���Y�L�D���W�K�H���P�\�/�H�L�V�W�H�U���F�O�R�X�G��

�%�R�W�K���\�R�X���D�Q�G���\�R�X�U���F�O�L�H�Q�W�V���E�H�Q�H�¾�W

�7�K�H���/�4�6���Z�L�O�O���S�U�R�Y�L�G�H���\�R�X���D�Q�G���\�R�X�U���F�O�L�H�Q�W�V���Z�L�W�K���S�U�R�R�I���R�I���W�K�H��
�Z�H�O�G���T�X�D�O�L�W�\�����L�Q�F�O�X�G�L�Q�J���*�3�6���F�R�R�U�G�L�Q�D�W�H�V�����7�K�L�V���E�X�L�O�G�V���W�U�X�V�W���L�Q��
�\�R�X�U���Z�R�U�N���D�Q�G���D�Q���X�Q�E�H�D�W�D�E�O�H���D�G�Y�D�Q�W�D�J�H���R�Y�H�U���F�R�P�S�H�W�L�W�R�U�V��

Check the weld quality thanks to LQS and 
GPS directly on the construction site
�:�L�W�K���W�K�H���*�3�6���I�X�Q�F�W�L�R�Q�����\�R�X���F�D�Q���D�V�V�L�J�Q���W�K�H���Z�H�O�G���V�H�D�P���G�R�F�X-
�P�H�Q�W�D�W�L�R�Q���H�[�D�F�W�O�\���W�R���W�K�H���O�R�F�D�W�L�R�Q���Z�K�H�U�H���W�K�H�\���Z�H�U�H���Z�H�O�G�H�G����
�7�K�L�V���J�L�Y�H�V���\�R�X���W�K�H���R�S�W�L�R�Q���R�I���W�H�V�W�L�Q�J���W�K�H���Z�H�O�G���T�X�D�O�L�W�\���G�L�U�H�F�W�O�\��
�R�Q���W�K�H���F�R�Q�V�W�U�X�F�W�L�R�Q���V�L�W�H�����7�K�L�V���L�V���E�H�F�D�X�V�H���\�R�X���F�D�Q���T�X�L�F�N�O�\���D�Q�G��
�U�H�O�L�D�E�O�\���L�G�H�Q�W�L�I�\���S�R�V�V�L�E�O�H���G�H�I�H�F�W�V���L�Q���\�R�X�U���Z�H�O�G���V�H�D�P���L�Q���W�K�H��
�/�4�6���U�H�S�R�U�W�V�����7�K�H���*�3�6���F�R�R�U�G�L�Q�D�W�H�V���K�H�O�S���\�R�X���W�R���¾�Q�G���W�K�H���D�»�H�F�W-
�H�G���D�U�H�D���T�X�L�F�N�O�\���D�Q�G���H�D�V�L�O�\���V�R���\�R�X���F�D�Q���P�D�N�H���D�Q�\���F�R�U�U�H�F�W�L�R�Q�V�����L�I��
�Q�H�F�H�V�V�D�U�\��

myLeister app
�<�R�X���F�D�Q���G�R�Z�Q�O�R�D�G���W�K�H���P�\�/�H�L�V�W�H�U���D�S�S���I�U�H�H���R�I���F�K�D�U�J�H���I�U�R�P��
�\�R�X�U���D�S�S���V�W�R�U�H�����L�2�6�����R�U���I�U�R�P���W�K�H���*�R�R�J�O�H���3�O�D�\���6�W�R�U�H�����$�Q�G�U�R�L�G������
�:�K�\���Q�R�W���U�H�J�L�V�W�H�U���W�R�G�D�\���D�Q�G���W�D�N�H���D�G�Y�D�Q�W�D�J�H���R�I���W�K�H���Q�X�P�H�U�R�X�V��
�E�H�Q�H�¾�W�V���R�»�H�U�H�G���E�\���W�K�H���D�S�S��

https://www.leister.com/s/app/cqa


Heat Guns
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TRIAC AT

Technical data

Voltage 100 V; 120 V; 220 V; 230 V
Frequency 50/60 Hz; 60 Hz
Power 1500–1600 W
Temperature 40–620 °C 104.0–1148.0 °F
Temperature setting stepless Yes
�$�L�U�¿�R�Z���������“�&�� 120–240 l/min 4.23–8.47 cfm
Stepless air volume adjustment Yes
Static pressure 3000 Pa 0.43 psi
Eco-Mode Yes
Display Yes
e-Drive Yes
Outdoor use Yes
Nozzle connection ø 31.5 mm / 1.25 in; M14
Length 335.0 mm 13.18 in
Device diameter 90 mm 3.54 in
Handle diameter 56 mm 2.2 in
Weight 1.02 kg 2.24 lb
Power cable length 3.0 m 9.84 ft
Noise emission level �������G�%�����$��
Approvals CE; KC; S+; UL
Protection class II
Country of origin CH

The TRIAC AT heat gun is designed to weld and mold plas -
tic. The temperature and air quantity can be set separately 
by means of its e-Drive control unit.

Product items

TRIAC AT, 230V/1600W, EU plug 141.314
TRIAC AT, 120V/1600W, US plug 141.316
TRIAC AT, 100V/1500W, JP plug 141.317
TRIAC AT, 120V/1600W, CEE 3/16 141.319
TRIAC AT, 230V/1600W, UK plug 141.320
TRIAC AT, 230V/1600W, AU plug 141.321
TRIAC AT, 230V/1600W, CH plug 141.322
TRIAC AT, 230V/1600W, CN plug 141.323
TRIAC AT, 230V/1600W, M14, EU plug 142.737
TRIAC AT, 220V/1600W, KR plug 148.005

�&�R�Q�¾�J�X�U�H��
product

TRIAC ST

Technical data

Voltage 100 V; 120 V; 220 V; 230 V
Frequency 50/60 Hz; 60 Hz
Power 1500–1600 W
Temperature 40–700 °C 104.0–1292.0 °F
Temperature setting stepless Yes
�$�L�U�¿�R�Z���������“�&�� 240 l/min 8.47 cfm
Stepless air volume adjustment No
Static pressure 3000 Pa 0.43 psi
Eco-Mode No
Display No
e-Drive No
Outdoor use Yes
Nozzle connection ø 31.5 mm / 1.25 in; M14
Length 338.0 mm 13.3 in
Device diameter 90 mm 3.54 in
Handle diameter 56 mm 2.2 in
Weight 0.99 kg 2.18 lb
Power cable length 3.0 m 9.84 ft
Noise emission level �������G�%�����$��
Approvals CE; KC; S+; UL
Protection class II
Country of origin CH

The TRIAC ST is a robust, universally versatile heat gun for 
welding plastic membranes, and shrinking and molding var -
ious thermoplastics.

Product items

TRIAC ST, 230V/1600W, EU plug 141.227
TRIAC ST, 120V/1600W, US plug 141.228
TRIAC ST, 100V/1500W, JP plug 141.230
TRIAC ST, 120V/1600W, CEE 3/16 141.308
TRIAC ST, 230V/1600W, UK plug 141.309
TRIAC ST, 230V/1600W, AU plug 141.310
TRIAC ST, 230V/1600W, CH plug 141.311
TRIAC ST, 230V/1600W, CN plug 141.312
TRIAC ST, 230V/1600W, M14, EU plug 144.013
TRIAC ST, 220V/1600W, KR plug 153.891

�&�R�Q�¾�J�X�U�H��
product
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https://www.leister.com/p/14274/cda
https://www.leister.com/p/14274/cda
https://www.leister.com/p/14361/cda
https://www.leister.com/p/14361/cda


ELECTRON ST

Technical data

Voltage 120 V; 200 V; 220 V; 230 V
Frequency 50/60 Hz; 60 Hz
Power 2300–3400 W
Temperature 40–650 °C 104.0–1202.0 °F
Temperature setting stepless Yes
�$�L�U�¿�R�Z���������“�&�� 360 l/min 12.71 cfm
Stepless air volume adjustment No
Static pressure 3400 Pa 0.49 psi
Eco-Mode No
Display No
e-Drive No
Outdoor use Yes
Nozzle connection ø 50 mm / 2 in
Length 338.0 mm 13.3 in
Device diameter 90 mm 3.54 in
Handle diameter 56 mm 2.2 in
Weight 1.18 kg 2.6 lb
Power cable length 3.0 m 9.84 ft
Noise emission level �������G�%�����$��
Approvals CE; KC; S+
Protection class II
Country of origin CH

With a power of 3400 Watts, the ELECTRON ST is an espe -
cially strong heat gun. Well-suited for professional welding 
�R�I���P�R�G�L�¾�H�G���E�L�W�X�P�H�Q���D�Q�G���W�K�H�U�P�R�S�O�D�V�W�L�F�V���Z�L�W�K���K�L�J�K���P�D�W�H�U�L�D�O��
strength.

Product items

ELECTRON ST, 120V/2400W, US plug 145.562
ELECTRON ST, 120V/2400W, CEE 3/32 145.563
ELECTRON ST, 200V/3000W, JP plug 145.564
ELECTRON ST, 230V/3400W, AU plug 145.565
ELECTRON ST, 230V/3400W, CN plug 145.566
ELECTRON ST, 230V/3400W, EU plug 145.567
ELECTRON ST, 230V/3400W, CEE 3/16 145.568
ELECTRON ST, 230V/3400W, w/o plug 145.574
ELECTRON ST, 230V/2300W, EU plug 149.673
ELECTRON ST, 220V/3400W, KR plug 154.839

�&�R�Q�¾�J�X�U�H��
product

GHIBLI AW

Technical data

Voltage 100 V; 120 V; 230 V
Frequency 50/60 Hz
Power 1500–2300 W
Temperature 65–620 °C 149.0–1148.0 °F
Temperature setting stepless Yes
�$�L�U�¿�R�Z���������“�&�� 140–250 l/min 4.94–8.82 cfm
Stepless air volume adjustment No
Static pressure 3200 Pa 0.46 psi
Eco-Mode No
Display Yes
e-Drive Yes
Outdoor use Yes
Nozzle connection ø 36.5 mm / 1.45 in
Length 280.0 mm 11.02 in
Width 90.0 mm 3.54 in
Handle diameter 45 mm 1.77 in
Weight 1.18 kg 2.6 lb
Power cable length 3.0 m 9.84 ft
Noise emission level �������G�%�����$��
Approvals CE; S+
Protection class II
Country of origin CH

The robust and ergonomically formed GHIBLI AW heat gun 
is designed for shrinking cables, heating and forming plas -
tic parts in the auto industry and for overlap welding truck 
tarpaulins.

Product items

GHIBLI AW, 230V/2300W, EU plug 148.061
GHIBLI AW, 120V/1800W, US plug 148.078
GHIBLI AW, 100V/1500W, JP plug 148.079
GHIBLI AW, 230V/2300W, UK plug 150.168
GHIBLI AW, 230V/2300W, CH plug 150.169
GHIBLI AW, 120V/1800W, CEE 3/16 150.170

�&�R�Q�¾�J�X�U�H��
product
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https://www.leister.com/p/14225/cda
https://www.leister.com/p/14225/cda
https://www.leister.com/p/14227/cda
https://www.leister.com/p/14227/cda


SOLANO AT

Technical data

Voltage 100 V; 120 V; 220 V; 230 V
Frequency 50/60 Hz; 60 Hz
Power 1500–2300 W
Temperature 50–650 °C 122.0–1202.0 °F
Temperature setting stepless Yes
�$�L�U�¿�R�Z���������“�&�� 210–350 l/min 7.41–12.36 cfm
Stepless air volume adjustment Yes
Static pressure 2300 Pa 0.33 psi
Eco-Mode Yes
Display Yes
e-Drive No
Outdoor use No
Nozzle connection ø 36.5 mm / 1.45 in
Length 270.0 mm 10.62 in
Width 75.0 mm 2.95 in
Handle diameter 45 mm 1.77 in
Weight 0.75 kg 1.65 lb
Power cable length 3.0 m 9.84 ft
Noise emission level �����������G�%���$��
Approvals CE; KC; S+; UL
Protection class II
Country of origin CH

�7�K�H���6�2�/�$�1�2���$�7���L�V���W�K�H���¾�U�V�W���G�L�J�L�W�D�O���K�H�D�W���J�X�Q���W�K�D�W���V�X�S-
ports real temperature calibration in connection with the 
myLeister app (iOS, Android, Windows), regardless of any 
attached nozzle. The Eco-Mode helps to reduce electricity 
costs.

Product items

SOLANO AT, 230V/2300W, EU plug 162.263
SOLANO AT, 230V/2300W, CH plug 162.265
SOLANO AT, 230V/2300W, UK plug 162.267
SOLANO AT, 230V/2300W, AU plug 162.269
SOLANO AT, 220V/2100W, KR plug 162.271
SOLANO AT, 120V/1800W, US plug 162.273
SOLANO AT, 100V/1500W, JP plug 162.275
SOLANO AT, 230V/2300W, CN plug 162.277

�&�R�Q�¾�J�X�U�H��
product
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HOT JET S

Technical data

Voltage 100 V; 120 V; 220 V; 230 V
Frequency 50/60 Hz; 60 Hz
Power 460 W
Temperature 20–600 °C 68.0–1112.0 °F
Temperature setting stepless Yes
�$�L�U�¿�R�Z���������“�&�� 20–80 l/min 0.7–2.82 cfm
Stepless air volume adjustment Yes
Static pressure 1600 Pa 0.23 psi
Eco-Mode No
Display No
e-Drive No
Outdoor use Yes
Nozzle connection ø 21.3 mm / 0.85 in
Length 235.0 mm 9.25 in
Device diameter 70 mm 2.75 in
Handle diameter 40 mm 1.57 in
Weight 0.36 kg 0.79 lb
Power cable length 3.0 m 9.84 ft
Noise emission level �������G�%�����$��
Approvals CE; KC; S+; UL
Protection class II
Country of origin CH

The HOT JET S is a particularly compact and handy heat 
�J�X�Q�����(�T�X�L�S�S�H�G���Z�L�W�K���D�Q���H�U�J�R�Q�R�P�L�F���K�D�Q�G�O�H���D�Q�G���L�Q�¾�Q�L�W�H�O�\��
adjustable temperature, the HOT JET S is ideal for longer 
welding work.

Product items

HOT-JET S, 230V/460W, EU plug 100.648
HOT-JET S, 230V/460W, CH plug 100.688
HOT-JET S, 230V/460W, AU plug 100.854
HOT-JET S, 120V/460W, US plug 100.859
HOT-JET S, 120V/460W, w/o plug 100.862
HOT-JET S, 100V/460W, JP plug 100.863
HOT-JET S, 230V/460W, CN plug 138.414
HOT-JET S, 220V/460W, KR plug 140.030

�&�R�Q�¾�J�X�U�H��
product

GHIBLI

Technical data

Voltage 100 V; 120 V; 230 V
Frequency 50/60 Hz
Power 1500–2000 W
Temperature 20–600 °C 68.0–1112.0 °F
Temperature setting stepless Yes
�$�L�U�¿�R�Z���������“�&�� 300–350 l/min 10.59–12.36 cfm
Stepless air volume adjustment No
Static pressure 1500–2100 Pa 0.21–0.3 psi
Eco-Mode No
Display No
e-Drive No
Outdoor use Yes
Nozzle connection ø 36.5 mm / 1.45 in
Length 195.0 mm 7.67 in
Width 85.0 mm 3.34 in
Handle diameter 57 mm 2.24 in
Weight 1.2 kg 2.64 lb
Power cable length 3.0 m 9.84 ft
Noise emission level �������G�%�����$��
Approvals CE; UL
Protection class II
Country of origin CH

The GHIBLI is a universal heat gun suited for numer -
ous industrial applications. For example, cable shrinking 
in the electronics industry and for plastic processing in 
orthopedics.

Product items

GHIBLI, 230V/2000W, EU plug 101.881
GHIBLI, 230V/2000W, CH plug 101.882
GHIBLI, 230V/2000W, AU plug 101.883
GHIBLI, 120V/1500W, CEE 3/16 101.889
GHIBLI, 120V/1500W, US plug 101.891
GHIBLI, 100V/1500W, JP plug 101.892

�&�R�Q�¾�J�X�U�H��
product
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HOTWIND PREMIUM

Technical data

Voltage 120 V; 220 V; 230 V; 400 V
Frequency 50/60 Hz; 60 Hz
Power 2300–5400 W
Max. air outlet temperature 650–800 °C 1202–1472 °F
�$�L�U�¿�R�Z���������“�&�� 200–900 l/min 7.06–31.78 cfm
Static pressure 800–1000 Pa 0.11–0.14 psi
Max. ambient temperature 60 °C 140 °F
Overheating protection Yes
Display No
Nozzle connection ø 62 mm / 2.45 in
Length 332.0–357.0 mm 13.07–14.05 in
Width 106.0 mm 4.17 in
Height 179.0 mm 7.04 in
Weight 2.2–2.4 kg 4.85–5.29 lb
Power cable length 3.0 m 9.84 ft
Noise emission level �����������G�%���$��
Approvals CE; EAC; KC; S+; UKCA; cURus
Protection class II
Country of origin CH

The durable HOTWIND PREMIUM heat gun is suitable for 
a range of industrial hot air applications. Also available are 
various accessories, such as tubular nozzles, overlap weld -
�L�Q�J���Q�R�]�]�O�H�V�����D�Q�J�O�H�G���Q�R�]�]�O�H�V�����D�Q�G���V�W�D�L�Q�O�H�V�V���V�W�H�H�O���¾�O�W�H�U�V��

Product items

HOTWIND PREMIUM, 120V/2300W, w/o plug 140.095
HOTWIND PREMIUM, 230V/3680W, w/o plug 140.098
HOTWIND PREMIUM, 230V/3100W, EU plug 142.608
HOTWIND PREMIUM, 230V/3680W, EU plug 142.609
HOTWIND PREMIUM, 230V/2300W, EU plug 142.612
HOTWIND PREMIUM, 230V/2300W, w/o plug 142.643
HOTWIND PREMIUM, 400V/5400W, w/o plug 142.644
HOTWIND PREMIUM, 220V/3350W, KR plug 143.299

�&�R�Q�¾�J�X�U�H��
product

HOTWIND SYSTEM

Technical data

Voltage 120 V; 220 V; 230 V; 400 V
Frequency 50/60 Hz; 60 Hz
Power 2300–5400 W
Max. air outlet temperature 650 °C 1202 °F
Air temperature control Closed loop
�$�L�U�¿�R�Z���������“�&�� 200–900 l/min 7.06–31.78 cfm
Static pressure 800–1000 Pa 0.11–0.14 psi
Max. ambient temperature 60 °C 140 °F
Overheating protection Yes
Display Yes
Interfaces 0–10V; 4–20mA
Nozzle connection ø 62 mm / 2.45 in
Length 332.0 mm 13.07 in
Width 106.0 mm 4.17 in
Height 179.0 mm 7.04 in
Weight 2.2–2.4 kg 4.85–5.29 lb
Power cable length 3.0 m 9.84 ft
Noise emission level �����������G�%���$��
Approvals CE; EAC; KC; S+; UKCA; cURus
Protection class II
Country of origin CH

Thanks to its brushless motor, the HOTWIND SYSTEM is 
durable and requires very little maintenance. Thanks to the 
interface with alarm contact, heating output and air volume 
can be controlled remotely.

Product items

HOTWIND SYSTEM, 230V/2300W, w/o plug 140.096
HOTWIND SYSTEM, 120V/2300W, w/o plug 142.636
HOTWIND SYSTEM, 230V/3700W, w/o plug 142.640
HOTWIND SYSTEM, 400V/5400W, w/o plug 142.641
HOTWIND SYSTEM, 230V/3700W, EU plug 142.645
HOTWIND SYSTEM, 230V/2300W, EU plug 142.646
HOTWIND SYSTEM, 220V/3350W, 60Hz, KR plug 143.804

�&�R�Q�¾�J�X�U�H��
product
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FORTE S3

Technical data

Voltage 230 V; 400 V
Frequency 50/60 Hz
Power 10000 W
Temperature 650 °C 1202.0 °F
Temperature setting stepless No
�$�L�U�¿�R�Z���������“�&�� 1000 l/min 35.31 cfm
Stepless air volume adjustment No
Static pressure 1200 Pa 0.17 psi
Eco-Mode No
Display No
e-Drive No
Outdoor use Yes
Nozzle connection ø 92 mm / 3.6 in
Length 390.0 mm 15.35 in
Device diameter 132 mm 5.19 in
Handle diameter 84 mm 3.3 in
Weight 3.4 kg 7.49 lb
Power cable length 10.0 m 32.8 ft
Noise emission level �������G�%�����$��
Approvals CE; S+
Protection class II
Country of origin CH

Leister’s most powerful heat gun, FORTE S3, facilitates 
�¿�D�P�H���I�U�H�H�����V�D�I�H���¾�O�P���V�K�U�L�Q�N�L�Q�J���D�Q�G���K�R�R�G���V�K�U�L�Q�N�L�Q�J���I�R�U���S�D�F�N-
aged goods on pallets.

Product items

FORTE S3, 3 x 400V/10kW, CEE 5/16 102.027
FORTE S3, 3 x 230V/10kW, CEE 5/32 102.030

�&�R�Q�¾�J�X�U�H��
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DIODE S

Technical data

Voltage 100 V; 120 V; 200 V; 230 V
Frequency 50/60 Hz
Power 1400–2000 W
Temperature 20–600 °C 68.0–1112.0 °F
Temperature setting stepless Yes
Display No
Outdoor use Yes
Nozzle connection ø 31.5 mm / 1.25 in; M14
Length 265.0 mm 10.43 in
Device diameter 57 mm 2.24 in
Handle diameter 40 mm 1.57 in
Weight 0.46 kg 1.01 lb
Power cable length 3.0 m 9.84 ft
Approvals �&�%���&�H�U�W�L�¾�F�D�W�L�R�Q�����&�(�����8�.�&�$
Protection class II
Country of origin CH

Thanks to the air hose connection for an external Leister 
blower like MINOR, ROBUST or AIRSTREAM, the DIODE S 
welding device is particularly easy and convenient to use. 
Ideal for mobile installation use.

Product items

DIODE S, 230V/2000W, EU plug 101.279
DIODE S, 230V/2000W, M14, EU plug 101.280
DIODE S, 230V/1600W, EU plug 101.281
DIODE S, 230V/1600W, M14, EU plug 101.282
DIODE S, 230V/1600W, CH plug 101.283
DIODE S, 230V/1600W, AU plug 101.285
DIODE S, 200V/1400W, w/o plug 101.289
DIODE S, 120V/1600W, US plug 101.291
DIODE S, 120V/1600 W, M14, US plug 101.292
DIODE S, 120V/1600W, CEE 3/16 101.293
DIODE S, 120V/1600W, M14, CEE 3/16 101.294
DIODE S, 100V/1400W, JP plug 101.297
DIODE S, 230V/1600W, CN plug 135.971

�&�R�Q�¾�J�X�U�H��
product

DIODE S with MINOR

Technical data

Voltage 100 V; 120 V; 230 V
Frequency 50/60 Hz
Power 1500–1700 W
Temperature 20–600 °C 68.0–1112.0 °F
Temperature setting stepless Yes
Stepless air volume adjustment No
Static pressure 5000 Pa 0.72 psi
Eco-Mode No
Display No
e-Drive No
Outdoor use Yes
Nozzle connection ø 31.5 mm / 1.25 in; M14
Length 256.0 mm 10.07 in
Device diameter 57 mm 2.24 in
Handle diameter 40 mm 1.57 in
Power cable length 3.0 m 9.84 ft
Air hose length 1.5–3.0 m 4.92–9.84 ft
Noise emission level �������G�%�����$��
Approvals �&�%���&�H�U�W�L�¾�F�D�W�L�R�Q�����&�(�����8�.�&�$
Protection class II
Country of origin CH

The hot air tool DIODE S with the MINOR blower in the 
practical kit is the right hot air combination for assembly 
work on construction sites. Supplied connected to one an -
�R�W�K�H�U���L�Q���D���¾�[�H�G���P�D�Q�Q�H�U�����W�K�H���G�H�Y�L�F�H�V���D�U�H���U�H�D�G�\���I�R�U���G�L�U�H�F�W���X�V�H��

Product items

DIODE S/MINOR, 230V/1700W, 3m, EU plug 101.440
DIODE S/MINOR, 230V/1700W, 1.5m, EU plug 101.441
DIODE S/MINOR, 120V/1700W, US plug 101.447
DIODE S/MINOR, 100V/1500W, JP plug 101.449
DIODE S/MINOR, 230V/1700W, 3m, M14, EU plug 108.869
DIODE S/MINOR, 230V/1700W, 1.5m, M14, EU plug 108.870
DIODE S/MINOR, 230V/1700W, CN plug 136.241

�&�R�Q�¾�J�X�U�H��
product
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LABOR S

Technical data

Voltage 120 V; 230 V
Frequency 50/60 Hz
Power 600–800 W
Temperature 20–600 °C 68.0–1112.0 °F
Temperature setting stepless Yes
Display No
Outdoor use Yes
Nozzle connection ø 21.3 mm / 0.85 in
Length 180.0 mm 7.08 in
Device diameter 40 mm 1.57 in
Handle diameter 32 mm 1.25 in
Weight 0.18 kg 0.39 lb
Power cable length 3.0 m 9.84 ft
Approvals CE; UKCA
Protection class II
Country of origin CH

The small and handy hot air tool LABOR S is suitable for par -
ticularly demanding work such as soldering, shrinking, plas -
�W�L�F���Z�H�O�G�L�Q�J���L�Q���F�R�Q�¾�Q�H�G���V�S�D�F�H�V�����D�Q�G���U�H�V�W�R�U�D�W�L�R�Q���R�I���D�U�W���Z�R�U�N�V��
and antiques.

Product items

LABOR S, 230V/800W, junction box, EU plug 101.716
LABOR S, 120V/600W, junction box, US plug 101.721
LABOR S, 230V/800W, junction box, SI-hose, EU plug 101.727
�/�$�%�2�5���6�����������9���������:�����¿�D�W���F�D�E�O�H�����Z���R���S�O�X�J�� ��������������
�/�$�%�2�5���6�����������9���������:�����¿�D�W���F�D�E�O�H�����Z���R���S�O�X�J�� ��������������
�/�$�%�2�5���6�����������9���������:�����¿�D�W���F�R�U�G�����Z���R���S�O�X�J�� ��������������
LABOR S, 230V/800W, UK plug 112.233

�&�R�Q�¾�J�X�U�H��
product

LABOR S with MINOR

Technical data

Voltage 120 V; 230 V
Frequency 50/60 Hz
Power 700–900 W
Temperature 20–600 °C 68.0–1112.0 °F
Temperature setting stepless Yes
Stepless air volume adjustment No
Static pressure 5000 Pa 0.72 psi
Eco-Mode No
Display No
e-Drive No
Outdoor use Yes
Nozzle connection ø 21.3 mm / 0.85 in
Length 180.0 mm 7.08 in
Device diameter 40 mm 1.57 in
Handle diameter 32 mm 1.25 in
Power cable length 3.0 m 9.84 ft
Air hose length 1.5–3.0 m 4.92–9.84 ft
Noise emission level �������G�%�����$��
Approvals CE; UKCA
Protection class II
Country of origin CH

The LABOR S hot air tool is the ideal and practical combi -
nation for particularly small-surface welding and soldering 
work on poorly accessible areas. The kit includes the  
MINOR blower.

Product items

LABOR S/MINOR, 230V/900W, 3m, EU plug 101.748
LABOR S/MINOR, 230V/900W, 3m, CH plug 101.749
LABOR S/MINOR, 230V/900W, EU plug 101.754
LABOR S/MINOR, 120V/700W, EU plug 101.755

�&�R�Q�¾�J�X�U�H��
product
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PENWELD A

Technical data

Voltage 120 V; 230 V
Frequency 50/60 Hz
Power 1000–1550 W
Temperature 60–600 °C 140.0–1112.0 °F
Temperature setting stepless Yes
Display Yes
Outdoor use Yes
Nozzle connection ø 31.5 mm / 1.25 in; M14
Length 254.0–282.0 mm 10.0–11.1 in
Device diameter 54 mm 2.12 in
Handle diameter 37 mm 1.45 in
Weight 0.43–0.48 kg 0.94–1.05 lb
Power cable length 0.5 m 1.64 ft
Approvals �&�%���&�H�U�W�L�¾�F�D�W�L�R�Q�����&�(�����8�.�&�$
Protection class II
Country of origin CH

The PENWELD A external-air welder is suitable for precise 
plastic welding in apparatus and tank construction. The 
work light integrated in the handle keeps the welding zone 
under control even in dark sections.

Product items

PENWELD 305-A, 230V/1000W, 3m, M14, EU plug 173.367
PENWELD 305-A, 120V/1000W, 3m, M14, US plug 173.368
PENWELD 305-A, 230V/1000W, 3m, M14, CH plug 173.369
PENWELD 305-A, 230V/1000W, 8m, M14, EU plug 173.370
PENWELD 305-A, 230V/1000W, 8m, M14, CH plug 173.371
PENWELD 500-A, 230V/1550W, 3m, EU plug 173.376
PENWELD 500-A, 120V/1550W, 3m, US plug 173.377
PENWELD 505-A, 230V/1550W, 8m, M14, EU plug 175.598
PENWELD 500-A, 230V/1550W, 3m, CN plug 177.344
PENWELD 505-A, 230V/1550W, 8m, M14, CN plug 177.346

�&�R�Q�¾�J�X�U�H��
product

PENWELD S

Technical data

Voltage 120 V; 230 V
Frequency 50/60 Hz
Power 1000–1550 W
Temperature 60–600 °C 140.0–1112.0 °F
Temperature setting stepless Yes
Display No
Outdoor use Yes
Nozzle connection ø 31.5 mm / 1.25 in; M14
Length 254.0–275.0 mm 10.0–10.82 in
Device diameter 54 mm 2.12 in
Handle diameter 37 mm 1.45 in
Weight 0.41–0.46 kg 0.9–1.01 lb
Power cable length 0.5 m 1.64 ft
Approvals CE; UKCA
Protection class II
Country of origin CH

The handy, robust PENWELD S external-air welder is inten -
tionally simple in design to enable intuitive operation and 
�Z�L�W�K�V�W�D�Q�G���K�H�D�Y�\���O�R�D�G�V�����'�L�»�H�U�H�Q�W���G�H�Y�L�F�H���Y�D�U�L�D�Q�W�V���F�R�Y�H�U���L�Q�G�L-
vidual needs.

Product items

PENWELD 305-S, 230V/1000W, 3m, M14, EU plug 173.372
PENWELD 305-S, 230V/1000W, 3m, M14, CH plug 173.373
PENWELD 305-S, 120V/1000W, 3m, M14, US plug 173.374
PENWELD 305-S, 230V/1000W, 8m, M14, EU plug 173.375
PENWELD 500-S, 230V/1550W, 3m, EU plug 173.378
PENWELD 500-S, 120V/1550W, 3m, US plug 173.379
PENWELD 500-S, 230V/1550W, 3m, CN plug 177.345

�&�R�Q�¾�J�X�U�H��
product
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WELDPLAST S1

Technical data

Voltage 100 V; 120 V; 220 V; 230 V
Frequency 50/60 Hz; 60 Hz
Power 1500–1800 W
Welding additive ø 3–4 mm / 0.12–0.16 in
Material output ø 3 mm 0.2–0.5 kg/h 0.44–1.1 lb/h
Material output ø 4 mm 0.3–0.8 kg/h 0.66–1.76 lb/h

Welding materials
ABS; ECTFE; FPO; HDPE; LDPE; LLDPE; 
PA; PC; PP; PVC-C; PVC-U; PVDF; TPO

Air guide External
Screw heating Coil heater
Air temperature control Closed loop
LQS No
Display Yes
Brushless blower motor Yes
Brushless drive motor No
LED Working light Yes
Length 435.0 mm 17.12 in
Width 91.0 mm 3.58 in
Height 264.0 mm 10.39 in
Weight 4.7 kg 10.36 lb
Power cable length 3.0–5.0 m 9.84–16.4 ft
Noise emission level 76 dB (A)
Approvals �&�%���&�H�U�W�L�¾�F�D�W�L�R�Q�����&�(�����.�&�����8�.�&�$
Protection class I
Country of origin CH

The WELDPLAST S1 extruder is functional in its applica -
tions. Pre-heated air and plastic temperature are regulated 
separately, which guarantees a stable welding process and 
high-quality welding results.

Product items

WELDPLAST S1, 100V/1500W, w/o plug 148.394
WELDPLAST S1, 120V/1800W, w/o plug 148.395
WELDPLAST S1, 230V/1600W, EU plug 148.396
�:�(�/�'�3�/�$�6�7���6�������������9�����������:�����8�.���S�O�X�J�� ��������������
�:�(�/�'�3�/�$�6�7���6�������������9�����������:�����.�5���S�O�X�J�� ��������������
WELDPLAST S1, 230V/1600W, CEE 3/16 177.272

�&�R�Q�¾�J�X�U�H��
product

WELDPLAST S2

Technical data

Voltage 200 V; 230 V
Frequency 50/60 Hz
Power 2400–3000 W
Welding additive ø 3–4 mm / 0.12–0.16 in
Material output ø 3 mm 0.6–1.3 kg/h 1.32–2.86 lb/h
Material output ø 4 mm 1.0–2.0 kg/h 2.2–4.4 lb/h
Welding materials HDPE; LDPE; LLDPE; PP
Air guide Internal
Screw heating Coil heater
Air temperature control Closed loop
LQS No
Display Yes
Brushless blower motor Yes
Brushless drive motor No
LED Working light No
Length 450.0 mm 17.71 in
Width 98.0 mm 3.85 in
Height 260.0 mm 10.23 in
Weight 5.8 kg 12.78 lb
Power cable length 5.0 m 16.4 ft
Noise emission level 78 dB (A)
Approvals �&�(�����.�&�����8�.�&�$
Protection class I
Country of origin CH

The WELDPLAST S2 extruder processes materials such as 
HDPE and PP at a high output volume. Thanks to its design, 
this extruder is particularly nimble when deployed and facil -
itates versatile, safe plastic welding.

Product items

WELDPLAST S2, 230V/3000W, EU plug 127.215
WELDPLAST S2, 230V/3000W, CN plug 140.707
WELDPLAST S2, 200V/2400W, w/o plug 146.341
WELDPLAST S2, 230V/3000W, CEE 3/16 156.131
WELDPLAST S2, 230V/3000W, CH plug 176.839

�&�R�Q�¾�J�X�U�H��
product
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WELDPLAST S2 PVC

Technical data

Voltage 200 V; 220 V; 230 V
Frequency 50/60 Hz; 60 Hz
Power 2400–3000 W
Welding additive ø 3–4 mm / 0.12–0.16 in
Material output ø 3 mm 0.6–1.3 kg/h 1.32–2.86 lb/h
Material output ø 4 mm 1.0–2.0 kg/h 2.2–4.4 lb/h
Welding materials HDPE; LDPE; LLDPE; PP; PVC-U
Air guide External
Screw heating Coil heater
Air temperature control Closed loop
LQS No
Display Yes
Brushless blower motor Yes
Brushless drive motor No
LED Working light No
Length 450.0 mm 17.71 in
Width 98.0 mm 3.85 in
Height 260.0 mm 10.23 in
Weight 5.8 kg 12.78 lb
Power cable length 3.0–5.0 m 9.84–16.4 ft
Noise emission level 78 dB (A)
Approvals �&�(�����.�&�����8�.�&�$
Protection class I
Country of origin CH

The WELDPLAST S2 PVC extruder is durable and its elec -
tronics are completely sealed. As a result, it is ideal for safe -
ly welding rough plastics such as PVC and PVDF.

Product items

WELDPLAST S2 PVC, 230V/3000W, EU plug 135.724
WELDPLAST S2 PVC, 230V/3000W, CN plug 140.708
WELDPLAST S2 PVC, 200V/2400W, w/o plug 146.342
WELDPLAST S2 PVC, 230V/3000W, CEE 3/16 156.804
�:�(�/�'�3�/�$�6�7���6�����3�9�&�����������9�����������:�����.�5���S�O�X�J�� ��������������

�&�R�Q�¾�J�X�U�H��
product

WELDPLAST S2 TPO

Technical data

Voltage 230 V
Frequency 50/60 Hz
Power 3000 W
Welding additive ø 3–4 mm / 0.12–0.16 in
Material output ø 3 mm 0.6–1.3 kg/h 1.32–2.86 lb/h
Material output ø 4 mm 1.0–2.0 kg/h 2.2–4.4 lb/h
Welding materials FPO; HDPE; LDPE; LLDPE; PP; TPO
Air guide Internal
Screw heating Coil heater
Air temperature control Closed loop
LQS No
Display Yes
Brushless blower motor Yes
Brushless drive motor No
LED Working light No
Length 450.0 mm 17.71 in
Width 98.0 mm 3.85 in
Height 260.0 mm 10.23 in
Weight 5.8 kg 12.78 lb
Power cable length 5.0 m 16.4 ft
Noise emission level 78 dB (A)
Approvals �&�(�����8�.�&�$
Protection class I
Country of origin CH

�7�K�H���:�(�/�'�3�/�$�6�7���6�����7�3�2���H�[�W�U�X�G�H�U���L�V���G�H�V�L�J�Q�H�G���V�S�H�F�L�¾�F�D�O-
ly for processing thermoplastic elastomers with an ole -
�¾�Q���E�D�V�H�����7�K�D�Q�N�V���W�R���L�W�V���O�L�J�K�W�Z�H�L�J�K�W���V�L�]�H�����L�W���L�V���Z�H�O�O���V�X�L�W�H�G���I�R�U��
overhead welding in tunnel construction and underground 
engineering.

Product items

WELDPLAST S2 TPO, 230V/3000W, EU plug 136.602

�&�R�Q�¾�J�X�U�H��
product
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WELDPLAST S4

Technical data

Voltage 230 V
Frequency 50/60 Hz
Power 3680 W

Welding additive
ø 3–4 mm / 0.12–0.16 in; ø 4–5 mm / 
0.16–0.2 in

Max. material output 3.8 kg/h 8.37 lb/h
Welding materials HDPE; LDPE; LLDPE; PP
Air guide External
Screw heating Coil heater
Air temperature control Closed loop
LQS No
Display Yes
Brushless blower motor Yes
Brushless drive motor No
LED Working light No
Length 560.0 mm 22.04 in
Width 110.0 mm 4.33 in
Height 300.0 mm 11.81 in
Weight 8.7 kg 19.18 lb
Power cable length 5.0 m 16.4 ft
Noise emission level 85 dB (A)
Approvals �&�%���&�H�U�W�L�¾�F�D�W�L�R�Q�����&�(�����8�.�&�$
Protection class I
Country of origin CH

The powerful WELDPLAST S4 extruder is available in two 
variations: for equipment and container construction with 
�D���O�D�W�H�U�D�O�����K�R�W���D�L�U���Q�R�]�]�O�H�����D�Q�G���I�R�U���X�Q�G�H�U�J�U�R�X�Q�G���H�Q�J�L�Q�H�H�U�L�Q�J��
�Z�L�W�K���D���W�R�S���P�R�X�Q�W�H�G�����S�U�H���K�H�D�W�L�Q�J���Q�R�]�]�O�H��

Product items

WELDPLAST S4, 230V/3680W, PlastFab, ø3/4mm, EU plug 116.948
WELDPLAST S4, 230V/3680W, GEO, ø4/5mm, EU plug 146.812
WELDPLAST S4, 230V/3680W, PlastFab, ø4/5mm, EU plug 146.813
WELDPLAST S4, 230V/3680W, GEO, ø4/5mm, CEE 3/16 156.451

�&�R�Q�¾�J�X�U�H��
product

WELDPLAST 600

Technical data

Voltage 230 V
Frequency 50/60 Hz
Power 3680 W
Welding additive ø 4–5 mm / 0.16–0.2 in
Material output ø 4 mm 2.6–4.0 kg/h 5.73–8.81 lb/h
Material output ø 5 mm 3.6–6.0 kg/h 7.93–13.22 lb/h
Welding materials HDPE; PP
Air guide External
Screw heating Coil heater
Air temperature control Closed loop
LQS Yes
Display Yes
Brushless blower motor Yes
Brushless drive motor Yes
LED Working light Yes
Length 809.0 mm 31.85 in
Width 140.0 mm 5.51 in
Height 273.0 mm 10.74 in
Weight 12.2 kg 26.89 lb
Power cable length 5.0 m 16.4 ft
Noise emission level < 70 dB(A)
Approvals �&�(�����8�.�&�$
Protection class I
Country of origin CH

The powerful WELDPLAST 600 hand extruder is Leister’s 
most powerful extruder. Thanks to its high output rate, it’s a 
convincing choice for welding large tanks and containers.

Product items

WELDPLAST 600, 230V/3680W, CEE 3/16 170.461

�&�R�Q�¾�J�X�U�H��
product
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WELDPLAST 605

Technical data

Voltage 230 V
Frequency 50/60 Hz
Power 3680 W
Welding additive ø 4–5 mm / 0.16–0.2 in
Material output ø 4 mm 3.9–4.8 kg/h 8.59–10.58 lb/h
Material output ø 5 mm 4.9–6.0 kg/h 10.8–13.22 lb/h
Welding materials HDPE; LDPE; LLDPE
Air guide External
Screw heating Coil heater
Air temperature control Closed loop
LQS Yes
Display Yes
Brushless blower motor Yes
Brushless drive motor Yes
LED Working light Yes
Length 809.0 mm 31.85 in
Width 140.0 mm 5.51 in
Height 273.0 mm 10.74 in
Weight 12.2 kg 26.89 lb
Power cable length 5.0 m 16.4 ft
Noise emission level < 70 dB(A)
Approvals �&�(�����8�.�&�$
Protection class I
Country of origin CH

The WELDPLAST 605 with LQS is a powerful extruder with 
particularly high output and is suitable for welding geomem -
branes made of PE – even in large-scale civil engineering 
projects.

Product items

WELDPLAST 605, 230V/3680W, CEE 3/16 170.460
WELDPLAST 605, 230V/3680W, w/o shoe, CEE 3/16 174.422

�&�R�Q�¾�J�X�U�H��
product

�/�D�Q�G�¾�O�O���D�Q�G���P�L�Q�L�Q�J��
membrane welding
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WELDPLAST 200-i

Technical data

Voltage 230 V
Frequency 50/60 Hz
Power 600 W
Welding additive ø 3–4 mm / 0.12–0.16 in
Material output ø 3 mm 0.1–1.4 kg/h 0.22–3.08 lb/h
Material output ø 4 mm 0.1–2.0 kg/h 0.22–4.4 lb/h

Welding materials
ABS; HDPE; LDPE; LLDPE; PC; PS; PU; 
PVC-C; PVC-U

Air guide External
Screw heating Coil heater
LQS No
Length 660.0 mm 25.98 in
Width 191.0 mm 7.51 in
Height 220.0 mm 8.66 in
Weight 15.0 kg 33.06 lb
Protection class I
Country of origin CH

The WELDPLAST 200-i extruder module was designed for 
automated extrusion welding and 3D printing. It can be 
mounted onto robots, integrated into machines and is suita -
ble for continuous operation.

Product items

WELDPLAST 200-i, 230V 163.322

�&�R�Q�¾�J�X�U�H��
product

WELDPLAST 610-i

Technical data

Voltage 230 V
Frequency 50/60 Hz
Power 1600 W
Welding additive ø 4–5 mm / 0.16–0.2 in
Material output ø 4 mm 0.1–4.0 kg/h 0.22–8.81 lb/h
Material output ø 5 mm 0.1–8.4 kg/h 0.22–18.51 lb/h
Welding materials HDPE; LDPE; LLDPE; PP
Air guide External
Screw heating Coil heater
LQS No
Length 876.0 mm 34.48 in
Width 191.0 mm 7.51 in
Height 210.0 mm 8.26 in
Weight 22.0 kg 48.5 lb
Protection class I
Country of origin CH

The WELDPLAST 610-i extruder module is suitable for 
large-scale extrusion welding and 3D printing. The module 
has been designed for simple and fully automated use (even 
in continuous operation).

Product items

WELDPLAST 610-i, 230V 172.580

�&�R�Q�¾�J�X�U�H��
product
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3D printing or welding
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FUSION 1

Technical data

Voltage 120 V; 220 V; 230 V
Frequency 50/60 Hz; 60 Hz
Power 1100–1450 W
Welding additive ø 3–4 mm / 0.12–0.16 in
Material output ø 3 mm 0.2–0.5 kg/h 0.44–1.1 lb/h
Material output ø 4 mm 0.3–0.8 kg/h 0.66–1.76 lb/h
Welding materials HDPE; LDPE; LLDPE; PE; PP; TPO
Air guide Internal
Screw heating Air heated
Air temperature control Closed loop
LQS No
Display Yes
Brushless blower motor No
Brushless drive motor No
LED Working light Yes
Length 435.0 mm 17.12 in
Width 92.0 mm 3.62 in
Height 133.0 mm 5.23 in
Weight 3.4 kg 7.49 lb
Power cable length 3.0 m 9.84 ft
Noise emission level < 70 dB(A)
Approvals �&�(�����.�&�����8�.�&�$
Protection class II
Country of origin CH

The FUSION 1 extruder is particularly easy to handle. Dou -
ble-sided rod intake and rotating welding shoe guarantee 
�P�D�[�L�P�X�P���Z�H�O�G�L�Q�J���¿�H�[�L�E�L�O�L�W�\�����,�W���V���V�X�L�W�D�E�O�H���I�R�U���S�O�D�V�W�L�F���U�H�S�D�L�U�V����
as well as pipeline and container construction.

Product items

FUSION 1, 120V/1450W, US plug 162.799
FUSION 1, 230V/1200W, EU plug 162.800
FUSION 1, 230V/1200W, CH plug 163.163
FUSION 1, 230V/1200W, AU plug 163.164
FUSION 1, 230V/1200W, CEE 3/16 163.165
�)�8�6�,�2�1���������������9�����������:�����.�5���S�O�X�J�� ��������������

�&�R�Q�¾�J�X�U�H��
product

FUSION 2

Technical data

Voltage 120 V; 220 V; 230 V
Frequency 50/60 Hz; 60 Hz
Power 2600–2800 W
Welding additive ø 4 mm / 0.16 in
Material output ø 4 mm 1.3–1.8 kg/h 2.86–3.96 lb/h
Welding materials HDPE; LDPE; LLDPE; PP
Air guide Internal
Screw heating Air heated
Air temperature control Open loop
LQS No
Display No
Brushless blower motor No
Brushless drive motor No
LED Working light No
Length 450.0 mm 17.71 in
Width 98.0 mm 3.85 in
Height 225.0 mm 8.85 in
Weight 5.9 kg 13.0 lb
Power cable length 3.0–5.0 m 9.84–16.4 ft
Noise emission level 86 dB (A)
Approvals �&�%���&�H�U�W�L�¾�F�D�W�L�R�Q�����&�(�����.�&�����8�.�&�$
Protection class II
Country of origin CH

�7�K�H���)�8�6�,�2�1�������H�[�W�U�X�G�H�U���L�V���D���V�W�D�E�O�H���D�Q�G���R�S�W�L�P�L�]�H�G���H�[�W�U�X-
sion welder that makes extrusion welding especially easy. 
Well-suited for PE and PP welding.

Product items

FUSION 2, 230V/2800W, EU plug 119.200
FUSION 2, 230V/2800W, CEE 3/16 139.197
FUSION 2, 120V/2800W, CEE 3/16 150.102
�)�8�6�,�2�1���������������9�����������:�����.�5���S�O�X�J�� ��������������
FUSION 2, 230V/2800W, CH plug 176.837

�&�R�Q�¾�J�X�U�H��
product
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FUSION 3C

Technical data

Voltage 220 V; 230 V
Frequency 50/60 Hz; 60 Hz
Power 3000–3200 W

Welding additive
ø 3–4 mm / 0.12–0.16 in; ø 4–5 mm / 
0.16–0.2 in

Max. material output 3.6 kg/h 7.93 lb/h
Welding materials HDPE; LDPE; LLDPE; PP
Air guide Internal
Screw heating Air heated
Air temperature control Open loop
LQS No
Display No
Brushless blower motor No
Brushless drive motor No
LED Working light No
Length 588.0 mm 23.14 in
Width 98.0 mm 3.85 in
Height 225.0 mm 8.85 in
Weight 6.9 kg 15.21 lb
Power cable length 3.0–5.0 m 9.84–16.4 ft
Noise emission level 86 dB (A)
Approvals �&�%���&�H�U�W�L�¾�F�D�W�L�R�Q�����&�(�����.�&�����8�.�&�$
Protection class II
Country of origin CH

The FUSION 3C extruder is compact, robust and agile. 
Thanks to these design elements and its high performance, 
it easily welds tanks and containers made of PE and PP.

Product items

FUSION 3C, 230V/3200W, ø3/4mm, EU plug 123.866
FUSION 3C, 230V/3200W, ø3/4mm, CEE 3/16 140.028
FUSION 3C, 230V/3200W, ø4/5mm, CEE 3/16 143.837
FUSION 3C, 230V/3200W, ø4/5mm, EU plug 144.826
�)�8�6�,�2�1�����&�����������9�����������:�����y�������P�P�����.�5���S�O�X�J�� ��������������
FUSION 3C, 230V/3200W, ø3/4mm, w/o shoe, CEE 3/16 173.794
FUSION 3C, 230V/3200W, ø3/4mm, CH plug 176.838

�&�R�Q�¾�J�X�U�H��
product

FUSION 3

Technical data

Voltage 230 V
Frequency 50/60 Hz
Power 3500 W

Welding additive
ø 3–4 mm / 0.12–0.16 in; ø 4–5 mm / 
0.16–0.2 in

Max. material output 3.6 kg/h 7.93 lb/h
Welding materials HDPE; LDPE; LLDPE; PP
Air guide Internal
Screw heating Air heated
Air temperature control Open loop
LQS No
Display No
Brushless blower motor No
Brushless drive motor No
LED Working light No
Length 670.0 mm 26.37 in
Width 90.0 mm 3.54 in
Height 180.0 mm 7.08 in
Weight 7.2 kg 15.87 lb
Power cable length 5.0 m 16.4 ft
Noise emission level 86 dB (A)
Approvals �&�%���&�H�U�W�L�¾�F�D�W�L�R�Q�����&�(�����8�.�&�$
Protection class II
Country of origin CH

The FUSION 3 extruder stands out with its slim design 
and enables convenient, ergonomic welding of PE and 
PP with high output volume. Well-suited for underground 
engineering.

Product items

FUSION 3, 230V/3500W, ø3/4mm, EU plug 118.300
FUSION 3, 230V/3500W, ø3/4mm, CEE 3/16 140.020
FUSION 3, 230V/3500W, ø4/5mm, CEE 3/16 143.835
FUSION 3, 230V/3500W, ø4/5mm, EU plug 144.615

�&�R�Q�¾�J�X�U�H��
product
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UNIPLAN 500

Technical data

Voltage 120 V; 230 V
Frequency 50/60 Hz
Power 1800–3450 W
Speed 1.0–16.0 m/min 3.28–52.49 ft/min
Temperature 100–620 °C 212.0–1148.0 °F
Air volume adjustable Yes
Welding nozzle / seam width 20–40 mm 0.78–1.57 in
LQS No
Brushless blower motor Yes
Brushless drive motor Yes
Length 500.0 mm 19.68 in
Width 310.0 mm 12.2 in
Height 300.0 mm 11.81 in
Weight 16.0 kg 35.27 lb
Power cable length 3.0 m 9.84 ft
Approvals �&�%���&�H�U�W�L�¾�F�D�W�L�R�Q�����&�(�����8�.�&�$
Protection class I
Country of origin CH

The user-friendly, automatic welder UNIPLAN 500 has even 
more welding power and advantages than the UNIPLAN 300. 
It is perfect for welding taped seams, hems and piping on 
truck tarpaulins, tents and billboards.

Product items

�8�1�,�3�/�$�1�������������������9�����������:���������P�P�����(�8���S�O�X�J�� ��������������
�8�1�,�3�/�$�1�������������������9�����������:���������P�P�����(�8���S�O�X�J�� ��������������
�8�1�,�3�/�$�1�������������������9�����������:���������P�P�����(�8���S�O�X�J�� ��������������
�8�1�,�3�/�$�1�������������������9�����������:���������P�P�����&�(�(������������ ��������������
�8�1�,�3�/�$�1�������������������9�����������:���������P�P�����&�(�(������������ ��������������
�8�1�,�3�/�$�1�������������������9�����������:���������P�P�����&�(�(������������ ��������������
�8�1�,�3�/�$�1�������������������9�����������:���������P�P�����8�6���S�O�X�J�� ��������������
�8�1�,�3�/�$�1�������������������9�����������:���������P�P�����8�6���S�O�X�J�� ��������������
�8�1�,�3�/�$�1�������������������9�����������:���������P�P�����8�6���S�O�X�J�� ��������������

�&�R�Q�¾�J�X�U�H��
product

UNIPLAN 300

Technical data

Voltage 120 V; 230 V
Frequency 50/60 Hz
Power 1800–3450 W
Speed 1.0–16.0 m/min 3.28–52.49 ft/min
Temperature 100–620 °C 212.0–1148.0 °F
Air volume adjustable Yes
Welding nozzle / seam width 20–40 mm 0.78–1.57 in
LQS No
Brushless blower motor No
Brushless drive motor Yes
Length 500.0 mm 19.68 in
Width 310.0 mm 12.2 in
Height 300.0 mm 11.81 in
Weight 15.0 kg 33.06 lb
Power cable length 3.0 m 9.84 ft
Approvals �&�%���&�H�U�W�L�¾�F�D�W�L�R�Q�����&�(�����8�.�&�$
Protection class I
Country of origin CH

The UNIPLAN 300 automatic welder is ideal for automatic 
and safe overlap, hem and pipe welding of truck tarpaulins, 
billboards and tents.

Product items

�8�1�,�3�/�$�1�������������������9�����������:���������P�P�����(�8���S�O�X�J�� ��������������
�8�1�,�3�/�$�1�������������������9�����������:���������P�P�����(�8���S�O�X�J�� ��������������
�8�1�,�3�/�$�1�������������������9�����������:���������P�P�����(�8���S�O�X�J�� ��������������
�8�1�,�3�/�$�1�������������������9�����������:���������P�P�����&�(�(������������ ��������������
�8�1�,�3�/�$�1�������������������9�����������:���������P�P�����&�(�(������������ ��������������
�8�1�,�3�/�$�1�������������������9�����������:���������P�P�����&�(�(������������ ��������������
�8�1�,�3�/�$�1�������������������9�����������:���������P�P�����8�6���S�O�X�J�� ��������������
�8�1�,�3�/�$�1�������������������9�����������:���������P�P�����8�6���S�O�X�J�� ��������������
�8�1�,�3�/�$�1�������������������9�����������:���������P�P�����8�6���S�O�X�J�� ��������������

�&�R�Q�¾�J�X�U�H��
product
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VARIANT T1

Technical data

Voltage 200 V; 230 V; 400 V
Frequency 50/60 Hz
Power 3680–5700 W
Speed 1.5–18.0 m/min 4.92–59.05 ft/min
Temperature 100–620 °C 212.0–1148.0 °F
Air volume adjustable Yes
Welding nozzle / seam width 20–40 mm 0.78–1.57 in
LQS No
Brushless blower motor Yes
Brushless drive motor No
Length 700.0 mm 27.55 in
Width 400.0 mm 15.74 in
Height 230.0 mm 9.05 in
Weight 22.0 kg 48.5 lb
Power cable length 1.2 m 3.93 ft
Approvals �&�(�����8�.�&�$
Protection class I
Country of origin CH

The VARIANT T1 high-speed welding machine is designed 
for overlap, hemming and pipe welding for PVC, PP or PE 
tarpaulins.

Product items

�9�$�5�,�$�1�7���7�������������9�����������:���������P�P�����(�8���S�O�X�J�� ��������������
�9�$�5�,�$�1�7���7�������������9�����������:���������P�P�����(�8���S�O�X�J�� ��������������
�9�$�5�,�$�1�7���7�������������9�����������:���������P�P�����&�(�(������������ ��������������
�9�$�5�,�$�1�7���7�������������9�����������:���������P�P�����&�(�(������������ ��������������
�9�$�5�,�$�1�7���7�������������9�����������:���������P�P�����Z���R���S�O�X�J�� ��������������
�9�$�5�,�$�1�7���7�������������9�����������:���������P�P�����Z���R���S�O�X�J�� ��������������
�9�$�5�,�$�1�7���7�������������9�����������:���������P�P�����&�(�(������������ ��������������

�&�R�Q�¾�J�X�U�H��
product

VARIANT T1 Tape

Technical data

Voltage 230 V; 400 V
Frequency 50/60 Hz
Power 3680–5700 W
Speed 1.5–18.0 m/min 4.92–59.05 ft/min
Temperature 100–620 °C 212.0–1148.0 °F
Air volume adjustable Yes
Welding nozzle / seam width 25–50 mm 0.98–1.96 in
LQS No
Brushless blower motor Yes
Brushless drive motor No
Length 700.0 mm 27.55 in
Width 400.0 mm 15.74 in
Height 230.0 mm 9.05 in
Weight 28.0 kg 61.72 lb
Power cable length 1.2 m 3.93 ft
Approvals �&�(�����8�.�&�$
Protection class I
Country of origin CH

The VARIANT T1 tape welding machine is perfect for weld -
ing reinforcement and anti-vandalism tape on truck tarpau -
lins or banners.

Product items

�9�$�5�,�$�1�7���7�����D�Q�W�L���Y�D�Q�G�D�O�L�V�P���W�D�S�H�����������9�����������:���������P�P�����(�8���S�O�X�J����������������
�9�$�5�,�$�1�7���7�����7�D�S�H�����������9�����������:���������P�P�����(�8���S�O�X�J�� ��������������
�9�$�5�,�$�1�7���7�����D�Q�W�L���Y�D�Q�G�D�O�L�V�P���W�D�S�H�����������9�����������:���������P�P�����&�(�(��������������������������
�9�$�5�,�$�1�7���7�����7�D�S�H�����������9�����������:���������P�P�����&�(�(������������ ��������������

�&�R�Q�¾�J�X�U�H��
product
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TAPEMAT

Technical data

Voltage 400 V
Frequency 50/60 Hz
Power 10000 W
Speed 4.0–20.0 m/min 13.12–65.62 ft/min
Temperature 100–650 °C 212.0–1202.0 °F
Air volume adjustable No
Welding nozzle / seam width 50 mm 1.96 in
LQS No
Brushless blower motor Yes
Brushless drive motor No
Length 555.0 mm 21.85 in
Width 435.0 mm 17.12 in
Height 370.0 mm 14.56 in
Weight 35.0 kg 77.16 lb
Power cable length 1.1 m 3.6 ft
Approvals �&�%���&�H�U�W�L�¾�F�D�W�L�R�Q�����&�(�����6�������8�.�&�$
Protection class I
Country of origin CH

The TAPEMAT automatic welder welds truck tarpaulins and 
industrial fabrics with PVC straps quickly and securely.

Product items

�7�$�3�(�0�$�7�����������9�������������:���������P�P�����&�(�(������������ ��������������

�&�R�Q�¾�J�X�U�H��
product

TAPEMAT SPRIEGEL

Technical data

Voltage 400 V
Frequency 50/60 Hz
Power 10000 W
Speed 4.0–20.0 m/min 13.12–65.62 ft/min
Temperature 100–650 °C 212.0–1202.0 °F
Air volume adjustable No
Welding nozzle / seam width 100–125 mm 3.93–4.92 in
Weld seam width 2 x 20 mm / 2 x 0.78 in
LQS No
Brushless blower motor Yes
Brushless drive motor No
Length 555.0 mm 21.85 in
Width 435.0 mm 17.12 in
Height 370.0 mm 14.56 in
Weight 40.0 kg 88.18 lb
Power cable length 1.1 m 3.6 ft
Approvals �&�%���&�H�U�W�L�¾�F�D�W�L�R�Q�����&�(�����6�������8�.�&�$
Protection class I
Country of origin CH

The TAPEMAT SPRIEGEL welding machine ensures quick 
and economical reinforcement-tape welding on truck tar -
paulins and industrial fabrics.

Product items

�7�$�3�(�0�$�7���6�3�5�,�(�*�(�/�����������9�������������:�����������P�P�������[�����P�P�������&�(�(��������������������������
�7�$�3�(�0�$�7���6�3�5�,�(�*�(�/�����������9�������������:�����������P�P�������[�����P�P�������&�(�(��������������������������

�&�R�Q�¾�J�X�U�H��
product
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SEAMTEK W-900 AT

Technical data

Voltage 230–240 V
Frequency 50/60 Hz
Power 3900 W
Speed 0.5–30.0 m/min 1.64–98.43 ft/min
Temperature 0–680 °C 32.0–1256.0 °F
Length 1500.0 mm 59.05 in
Width 702.0 mm 27.63 in
Height 1500.0 mm 59.05 in
Weight 238.0 kg 524.7 lb
Power cable length 2.0 m 6.56 ft
Approvals �&�(�����8�.�&�$
Protection class I

With the innovative SEAMTEK W-900 AT welding machine, 
users weld technical textiles made of PVC, PE, PU and PP 
�L�Q���D���S�D�U�W�L�F�X�O�D�U�O�\���H�¼�F�L�H�Q�W���P�D�Q�Q�H�U�����Z�K�L�O�H���V�D�Y�L�Q�J���R�Q���H�Q�H�U�J�\��
consumption.

�&�R�Q�¾�J�X�U�H��
product

SEAMTEK W-2000 AT

Technical data

Voltage 230–240 V
Frequency 50/60 Hz
Power 3900 W
Speed 0.5–30.0 m/min 1.64–98.43 ft/min
Temperature 0–680 °C 32.0–1256.0 °F
Length 2650.0 mm 104.33 in
Width 702.0 mm 27.63 in
Height 1500.0 mm 59.05 in
Weight 403.0 kg 888.46 lb
Power cable length 2.0 m 6.56 ft
Approvals �&�(�����8�.�&�$
Protection class I

�7�K�H���6�(�$�0�7�(�.���:�������������$�7���Z�H�O�G�L�Q�J���P�D�F�K�L�Q�H���R�»�H�U�V���X�V�H�U�V��
even more space than SEAMTEK W-900 AT. This enables ef -
�¾�F�L�H�Q�W���D�Q�G���V�D�I�H���Z�H�O�G�L�Q�J���R�I���O�D�U�J�H���S�U�R�G�X�F�W�V���P�D�G�H���I�U�R�P���W�H�F�K-
nical textiles.

�&�R�Q�¾�J�X�U�H��
product
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SEAMTEK 900 AT

Technical data

Voltage 230–240 V
Frequency 50/60 Hz
Power 4500 W
Speed 0.1–30.0 m/min 0.32–98.43 ft/min
Temperature 120–700 °C 248.0–1292.0 °F
Air volume adjustable Yes
Length 1500.0 mm 59.05 in
Width 702.0 mm 27.63 in
Height 1500.0 mm 59.05 in
Weight 238.0 kg 524.7 lb
Power cable length 2.0 m 6.56 ft
Approvals �&�(�����8�.�&�$
Protection class I

With the low-maintenance SEAMTEK 900 AT welding ma -
chine, even inexperienced users succeed in welding perfect 
taped seams, hems, piping and tape welds. Intuitive opera -
tion via touch screen.

�&�R�Q�¾�J�X�U�H��
product

SEAMTEK 2000 AT

Technical data

Voltage 230–240 V
Frequency 50/60 Hz
Power 4500 W
Speed 0.1–30.0 m/min 0.32–98.43 ft/min
Temperature 120–700 °C 248.0–1292.0 °F
Air volume adjustable Yes
Length 2650.0 mm 104.33 in
Width 702.0 mm 27.63 in
Height 1500.0 mm 59.05 in
Weight 403.0 kg 888.46 lb
Power cable length 2.0 m 6.56 ft
Approvals �&�(�����8�.�&�$
Protection class I

�6�(�$�0�7�(�.�������������$�7���R�»�H�U�V���X�V�H�U�V���H�Y�H�Q���P�R�U�H���Z�R�U�N���V�S�D�F�H���W�K�D�Q��
�6�(�$�0�7�(�.�����������$�7�����7�K�L�V���H�Q�D�E�O�H�V���H�¼�F�L�H�Q�W���D�Q�G���V�D�I�H���Z�H�O�G�L�Q�J���R�I��
large products made from technical textiles.

�&�R�Q�¾�J�X�U�H��
product

41



HEMTEK ST

Technical data

Voltage 120 V; 230 V
Frequency 50/60 Hz
Power 1800–3450 W
Speed 0.8–12.0 m/min 2.62–39.37 ft/min
Temperature 100–650 °C 212.0–1202.0 °F
Air volume adjustable Yes
Welding nozzle / seam width 20–40 mm 0.78–1.57 in
Length 433.0 mm 17.04 in
Width 350.0 mm 13.77 in
Height 600.0 mm 23.62 in
Weight 27.0 kg 59.52 lb
Power cable length 3.0 m 9.84 ft
Approvals �&�%���&�H�U�W�L�¾�F�D�W�L�R�Q�����&�(�����8�.�&�$
Protection class I
Country of origin CH

�7�K�H���H�¼�F�L�H�Q�W���+�(�0�7�(�.���6�7���Z�H�O�G�L�Q�J���P�D�F�K�L�Q�H���Z�H�O�G�V���K�H�P�V��
�I�U�R�P���V�W�D�U�W���W�R���¾�Q�L�V�K�����L�G�H�D�O���I�R�U���V�P�D�O�O�H�U���D�Q�G���P�H�G�L�X�P���V�L�]�H�G��
banners and tarpaulins made of PVC, PE, PP and other 
thermoplastics.

Product items

�+�(�0�7�(�.���6�7�����������9�����������:���������P�P�����(�8���S�O�X�J�� ��������������
�+�(�0�7�(�.���6�7�����������9�����������:���������P�P�����(�8���S�O�X�J�� ��������������
�+�(�0�7�(�.���6�7�����������9�����������:���������P�P�����(�8���S�O�X�J�� ��������������
�+�(�0�7�(�.���6�7�����������9�����������:���������P�P�����&�(�(������������ ��������������
�+�(�0�7�(�.���6�7�����������9�����������:���������P�P�����&�(�(������������ ��������������
�+�(�0�7�(�.���6�7�����������9�����������:���������P�P�����&�(�(������������ ��������������
�+�(�0�7�(�.���6�7�����������9�����������:���������P�P�����8�6���S�O�X�J�� ��������������
�+�(�0�7�(�.���6�7�����������9�����������:���������P�P�����8�6���S�O�X�J�� ��������������
�+�(�0�7�(�.���6�7�����������9�����������:���������P�P�����8�6���S�O�X�J�� ��������������

�&�R�Q�¾�J�X�U�H��
product

HEMTEK K-ST

Technical data

Voltage 120 V; 230 V
Frequency 50/60 Hz
Power 1800–2350 W
Speed 0.8–12.0 m/min 2.62–39.37 ft/min
Temperature 100–650 °C 212.0–1202.0 °F
Air volume adjustable No
Welding nozzle / seam width 8 mm 0.31 in
Length 433.0 mm 17.04 in
Width 350.0 mm 13.77 in
Height 600.0 mm 23.62 in
Weight 27.0 kg 59.52 lb
Power cable length 3.0 m 9.84 ft
Approvals �&�%���&�H�U�W�L�¾�F�D�W�L�R�Q�����&�(�����8�.�&�$
Protection class I
Country of origin CH

�7�K�H���+�(�0�7�(�.���.���6�7���Z�H�O�G�V���S�U�H�I�D�E�U�L�F�D�W�H�G���S�L�S�L�Q�J���T�X�L�F�N�O�\���D�Q�G��
�H�»�H�F�W�L�Y�H�O�\�����7�K�H���H�D�V�\���W�R���X�V�H���D�Q�G���L�Q�¾�Q�L�W�H�O�\���D�G�M�X�V�W�D�E�O�H���J�X�L�G�H��
�H�Q�D�E�O�H�V���V�D�I�H���S�L�S�L�Q�J���S�U�R�G�X�F�W�L�R�Q���Z�L�W�K���G�L�»�H�U�H�Q�W���¿�D�J���Z�L�G�W�K�V��

Product items

�+�(�0�7�(�.���.���6�7�����������9�����������:�������P�P�����(�8���S�O�X�J�� ��������������
�+�(�0�7�(�.���.���6�7�����������9�����������:�������P�P�����8�6���S�O�X�J�� ��������������

�&�R�Q�¾�J�X�U�H��
product
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Advertising banner welding
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VARIMAT 700

Technical data

Voltage 230 V; 400 V
Frequency 50/60 Hz
Power 3680–5700 W
Speed 1.0–12.0 m/min 3.28–39.37 ft/min
Temperature 100–620 °C 212.0–1148.0 °F
Air volume adjustable Yes
Welding nozzle / seam width 40 mm 1.57 in

Welding materials
�(�&�%�����(�3�'�0�����(�9�$�����)�3�2�����3�,�%�����3�2�����3�9�&����
�3�9�&���3�����7�3�(�����7�3�2�����7�3�8

LQS Yes
Brushless blower motor Yes
Brushless drive motor Yes
Length 605.0 mm 23.81 in
Width 335.0 mm 13.18 in
Height 373.0 mm 14.68 in
Weight 37.5 kg 82.67 lb
Power cable length 5.0 m 16.4 ft
Approvals �&�%���&�H�U�W�L�¾�F�D�W�L�R�Q�����&�(�����8�.�&�$
Protection class I
Country of origin CH

�7�K�H���9�$�5�,�0�$�7�����������D�X�W�R�P�D�W�L�F���Z�H�O�G�L�Q�J���P�D�F�K�L�Q�H���R�»�H�U�V���F�R�Q-
�V�W�D�Q�W���S�U�R�F�H�V�V���U�H�O�L�D�E�L�O�L�W�\���D�Q�G���W�U�D�F�N�L�Q�J���D�F�F�X�U�D�F�\���I�R�U���¿�D�W���U�R�R�I��
�Z�H�O�G�L�Q�J�����+�L�J�K���F�R�Q�W�D�F�W���S�U�H�V�V�X�U�H�����L�Q�Q�R�Y�D�W�L�Y�H���Q�R�]�]�O�H���V�Z�L�Y�H�O���L�Q��
mechanism, LQS and power management ensure welding 
quality.

Product items

�9�$�5�,�0�$�7�������������������9�����������:���������P�P�����Z���R���F�D�E�O�H�� ��������������
�9�$�5�,�0�$�7�������������������9�����������:���������P�P�����&�(�(������������ ��������������
�9�$�5�,�0�$�7�������������������9�����������:���������P�P�����Ö�)�����Z���R���S�O�X�J�� ��������������

�&�R�Q�¾�J�X�U�H��
product

VARIMAT 500

Technical data

Voltage 230 V; 400 V
Frequency 50/60 Hz
Power 3680–5700 W
Speed 1.0–12.0 m/min 3.28–39.37 ft/min
Temperature 100–620 °C 212.0–1148.0 °F
Air volume adjustable Yes
Welding nozzle / seam width 40 mm 1.57 in

Welding materials
�(�&�%�����(�3�'�0�����(�9�$�����)�3�2�����3�,�%�����3�2�����3�9�&����
�3�9�&���3�����7�3�(�����7�3�2�����7�3�8

LQS No
Brushless blower motor Yes
Brushless drive motor Yes
Length 605.0 mm 23.81 in
Width 335.0 mm 13.18 in
Height 373.0 mm 14.68 in
Weight 37.5 kg 82.67 lb
Power cable length 5.0 m 16.4 ft
Approvals �&�%���&�H�U�W�L�¾�F�D�W�L�R�Q�����&�(�����8�.�&�$
Protection class I
Country of origin CH

�7�K�H���9�$�5�,�0�$�7�����������D�X�W�R�P�D�W�L�F���Z�H�O�G�L�Q�J���P�D�F�K�L�Q�H���R�»�H�U�V���U�H�O�L�D-
�E�L�O�L�W�\���L�Q���¿�D�W���U�R�R�I���Z�H�O�G�L�Q�J�����+�L�J�K���F�R�Q�W�D�F�W���S�U�H�V�V�X�U�H�����L�Q�Q�R�Y�D�W�L�Y�H��
�Q�R�]�]�O�H���V�Z�L�Y�H�O���L�Q���P�H�F�K�D�Q�L�V�P���D�Q�G���Y�D�U�L�D�E�O�H���W�U�D�Q�V�S�R�U�W���D�[�L�V���H�Q-
sure welding quality. Convertible from 230 to 400 V.

Product items

�9�$�5�,�0�$�7�������������������9�����������:���������P�P�����Z���R���F�D�E�O�H�� ��������������
�9�$�5�,�0�$�7�������������������9�����������:���������P�P�����&�(�(������������ ��������������
�9�$�5�,�0�$�7�������������������9�����������:���������P�P�����Ö�)�����Z���R���S�O�X�J�� ��������������

�&�R�Q�¾�J�X�U�H��
product
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VARIMAT 300

Technical data

Voltage 230 V; 400 V
Frequency 50/60 Hz
Power 3680–5700 W
Speed 1.0–10.0 m/min 3.28–32.81 ft/min
Temperature 100–620 °C 212.0–1148.0 °F
Air volume adjustable Yes
Welding nozzle / seam width 40 mm 1.57 in

Welding materials
�(�&�%�����(�3�'�0�����(�9�$�����)�3�2�����3�,�%�����3�2�����3�9�&����
�3�9�&���3�����7�3�(�����7�3�2�����7�3�8

LQS No
Brushless blower motor No
Brushless drive motor Yes
Length 605.0 mm 23.81 in
Width 335.0 mm 13.18 in
Height 373.0 mm 14.68 in
Weight 37.5 kg 82.67 lb
Power cable length 5.0 m 16.4 ft
Approvals �&�%���&�H�U�W�L�¾�F�D�W�L�R�Q�����&�(�����8�.�&�$
Protection class I
Country of origin CH

The VARIMAT 300 roof welding machine enables easy 
�D�Q�G���L�Q�W�L�X�L�W�L�Y�H���Z�H�O�G�L�Q�J���R�I���¿�D�W���U�R�R�I�V�����+�L�J�K���F�R�Q�W�D�F�W���S�U�H�V�V�X�U�H����
�W�U�D�F�N�L�Q�J���D�F�F�X�U�D�F�\���D�Q�G���¿�H�[�L�E�O�H���W�U�D�Q�V�S�R�U�W���D�[�L�V���I�R�U���V�X�V�W�D�L�Q�D�E�O�H��
welding quality are further plus points.

Product items

�9�$�5�,�0�$�7�������������������9�����������:���������P�P�����&�(�(������������ ��������������
�9�$�5�,�0�$�7�������������������9�����������:���������P�P�����(�8���S�O�X�J�� ��������������
�9�$�5�,�0�$�7�������������������9�����������:���������P�P�����&�(�(������������ ��������������
�9�$�5�,�0�$�7�������������������9�����������:���������P�P�����Ö�)�����Z���R���S�O�X�J�� ��������������

�&�R�Q�¾�J�X�U�H��
product

Flat roof membrane welding
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UNIROOF 700

Technical data

Voltage 100 V; 120 V; 230 V
Frequency 50/60 Hz
Power 1500–3680 W
Speed 1.0–10.0 m/min 3.28–32.81 ft/min
Temperature 100–620 °C 212.0–1148.0 °F
Air volume adjustable Yes
Welding nozzle / seam width 40–80 mm 1.57–3.14 in

Welding materials
�%�L�W�X�P�H�Q�����(�&�%�����(�3�'�0�����(�9�$�����)�3�2�����3�,�%����
�3�9�&�����7�3�(�����7�3�2�����7�3�8

LQS Yes
Brushless blower motor Yes
Brushless drive motor Yes
Length 475.0 mm 18.7 in
Width 244.0–360.0 mm 9.6–14.17 in
Height 260.0 mm 10.23 in
Weight 17.0–19.9 kg 37.47–43.87 lb
Power cable length 3.0 m 9.84 ft
Approvals �&�%���&�H�U�W�L�¾�F�D�W�L�R�Q�����&�(�����8�.�&�$
Protection class I
Country of origin CH

Thanks to LQS, Monitored-Welding-Assistant and Leister’s 
�V�W�D�Q�G�D�U�G���Q�R�]�]�O�H�����W�K�H���8�1�,�5�2�2�)�����������D�X�W�R�P�D�W�L�F���U�R�R�I���Z�H�O�G�L�Q�J��
�P�D�F�K�L�Q�H���L�V���Z�H�O�O���V�X�L�W�H�G���I�R�U���Z�H�O�G�L�Q�J���¿�D�W���U�R�R�I�V���D�Q�G���V�H�W�V���D���Q�H�Z��
standard in the roof industry.

Product items

�8�1�,�5�2�2�)�������������������9�����������:���������P�P�����(�8���S�O�X�J�� ��������������
�8�1�,�5�2�2�)�������������������9�����������:���������P�P�����8�6���S�O�X�J�� ��������������
�8�1�,�5�2�2�)�������������������9�����������:���������P�P�����Z���R���S�O�X�J�� ��������������
�8�1�,�5�2�2�)�������������������9�����������:���������P�P�����-�3���S�O�X�J�� ��������������
�8�1�,�5�2�2�)�������������������9�����������:���������P�P�����&�(�(������������ ��������������
�8�1�,�5�2�2�)�������������������9�����������:���������P�P�����.�5���S�O�X�J�� ��������������
�8�1�,�5�2�2�)�������������������9�����������:���������P�P�����&�(�(������������ ��������������
�8�1�,�5�2�2�)�������������������9�����������:���������P�P�����(�8���S�O�X�J�� ��������������
�8�1�,�5�2�2�)�������������������9�����������:���������P�P�����&�+���S�O�X�J�� ��������������

�&�R�Q�¾�J�X�U�H��
product

UNIROOF 300

Technical data

Voltage 100 V; 120 V; 230 V
Frequency 50/60 Hz
Power 1500–3450 W
Speed 1.0–10.0 m/min 3.28–32.81 ft/min
Temperature 100–600 °C 212.0–1112.0 °F
Air volume adjustable Yes
Welding nozzle / seam width 30–40 mm 1.18–1.57 in

Welding materials
�%�L�W�X�P�H�Q�����(�&�%�����(�3�'�0�����(�9�$�����)�3�2�����3�,�%����
�3�9�&�����7�3�(�����7�3�2�����7�3�8

LQS No
Brushless blower motor No
Brushless drive motor Yes
Length 475.0 mm 18.7 in
Width 244.0 mm 9.6 in
Height 260.0 mm 10.23 in
Weight 17.0 kg 37.47 lb
Power cable length 3.0 m 9.84 ft
Approvals �&�%���&�H�U�W�L�¾�F�D�W�L�R�Q�����&�(�����8�.�&�$
Protection class I
Country of origin CH

�7�K�H���F�R�P�S�D�F�W���8�1�,�5�2�2�)�����������D�X�W�R�P�D�W�L�F���Z�H�O�G�L�Q�J���P�D�F�K�L�Q�H���L�V��
�L�G�H�D�O�O�\���V�X�L�W�H�G���I�R�U���Z�H�O�G�L�Q�J���P�H�G�L�X�P���W�R���O�D�U�J�H���¿�D�W���U�R�R�I�V���D�Q�G���L�V��
ideal as an entry-level machine due to its simple operation.

Product items

�8�1�,�5�2�2�)�������������������9�����������:���������P�P�����(�8���S�O�X�J�� ��������������
�8�1�,�5�2�2�)�������������������9�����������:���������P�P�����8�6���S�O�X�J�� ��������������
�8�1�,�5�2�2�)�������������������9�����������:���������P�P�����-�3���S�O�X�J�� ��������������
�8�1�,�5�2�2�)�������������������9�����������:���������P�P�����&�(�(������������ ��������������
�8�1�,�5�2�2�)�������������������9�����������:���������P�P�����(�8���S�O�X�J�� ��������������
�8�1�,�5�2�2�)�������������������9�����������:���������P�P�����Z���R���S�O�X�J�� ��������������
�8�1�,�5�2�2�)�������������������9�����������:���������P�P�����&�+���S�O�X�J�� ��������������

�&�R�Q�¾�J�X�U�H��
product
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UNIDRIVE 500

Technical data

Voltage 100 V; 120 V; 230 V
Frequency 50/60 Hz
Power 1500–2300 W
Speed 0.7–4.5 m/min 2.29–14.76 ft/min
Temperature 100–580 °C 212.0–1076.0 °F
Air volume adjustable Yes
Welding nozzle / seam width 15–40 mm 0.59–1.57 in

Welding materials
�(�&�%�����(�3�'�0�����(�9�$�����)�3�2�����3�,�%�����3�2�����3�8����
�3�9�&�����7�3�(�����7�3�2�����7�3�8

LQS No
�'�L�V�S�O�D�\ Yes
Brushless blower motor Yes
Brushless drive motor Yes
Reversable drive Yes
Length 275.0 mm 10.82 in
Width 173.0 mm 6.81 in
Height 297.0 mm 11.69 in
Weight 4.5 kg 9.92 lb
Power cable length 3.0 m 9.84 ft
Approvals �&�%���&�H�U�W�L�¾�F�D�W�L�R�Q�����&�(�����8�.�&�$
Protection class I
Country of origin CH

UNIDRIVE 500 semi-automatic welding machine combines 
manual and automatic welding in a handy plastic welding 
device. Developed for small roofs, skylight welding, roof 
connections and small terraces.

Product items

�8�1�,�'�5�,�9�(�������������������9�����������:���������P�P�����(�8���S�O�X�J�� ��������������
�8�1�,�'�5�,�9�(�������������������9�����������:���������P�P�����&�+���S�O�X�J�� ��������������
�8�1�,�'�5�,�9�(�������������������9�����������:���������P�P�����&�(�(������������ ��������������
�8�1�,�'�5�,�9�(�������������������9�����������:���������P�P�����8�6���S�O�X�J�� ��������������
�8�1�,�'�5�,�9�(�������������������9�����������:���������P�P�����&�(�(������������ ��������������
�8�1�,�'�5�,�9�(�������������������9�����������:���������P�P�����-�3���S�O�X�J�� ��������������
�8�1�,�'�5�,�9�(�������������������9�����������:���������P�P�����(�8���S�O�X�J�� ��������������
�8�1�,�'�5�,�9�(�������������������9�����������:���������P�P���V�W�H�H�O���U�R�O�O�H�U�V�����&�(�(��������������������������
�8�1�,�'�5�,�9�(�������������������9�����������:���������P�P���V�W�H�H�O���U�R�O�O�H�U�V�����&�(�(��������������������������

�&�R�Q�¾�J�X�U�H��
product

BITUMAT B2

Technical data

Voltage 230 V; 400 V
Frequency 50/60 Hz
Power 6700 W
Speed 0.8–12.0 m/min 2.62–39.37 ft/min
Temperature 20–650 °C 68.0–1202.0 °F
Air volume adjustable Yes
Welding nozzle / seam width 75–100 mm 2.95–3.93 in
Welding materials �%�L�W�X�P�H�Q�����(�&�%
LQS No
Brushless blower motor No
Brushless drive motor No
Length 690.0 mm 27.16 in
Width 490.0 mm 19.29 in
Height 330.0 mm 12.99 in
Weight 39.0 kg 85.98 lb
Power cable length 1.2 m 3.93 ft
Approvals �&�%���&�H�U�W�L�¾�F�D�W�L�R�Q�����&�(�����8�.�&�$
Protection class I
Country of origin CH

�7�K�H���%�,�7�8�0�$�7���%�����L�V���X�V�H�G���W�R���Z�H�O�G���P�R�G�L�¾�H�G���E�L�W�X�P�H�Q���Z�L�W�K-
�R�X�W���¿�D�P�H�V�����:�L�W�K���W�K�H���D�S�S�U�R�S�U�L�D�W�H���E�L�W�X�P�H�Q���Q�R�]�]�O�H�����S�U�H�F�L�V�H�O�\��
welded seams are easily achieved.

Product items

�%�,�7�8�0�$�7���%�������������9�����������:�����������P�P�����&�(�(������������ ��������������
�%�,�7�8�0�$�7���%�������������9�����������:�����������P�P�����&�(�(������������ ��������������
�%�,�7�8�0�$�7���%�������������9�����������:���������P�P�����&�(�(������������ ��������������
�%�,�7�8�0�$�7���%�������������9�����������:�����������P�P�����Z���R���S�O�X�J�� ��������������
�%�,�7�8�0�$�7���%�������������9�����������:���������P�P�����Z���R���S�O�X�J�� ��������������

�&�R�Q�¾�J�X�U�H��
product
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Accessories
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Welding seam processing

Cutting tools Brushes

Nozzles Pressure rollers

Testing Instruments

74

https://www.leister.com/a-l/gene/cda
https://www.leister.com/a-l/gene/cda
https://www.leister.com/a-l/gene/cda
https://www.leister.com/a-l/nozz/cda
https://www.leister.com/a-l/gene/cda
https://www.leister.com/a-l/test/cda


Hot wedges Conversion kits

Heat protection Extension cable

Heating elements Soldering iron kit

75

https://www.leister.com/a-l/mach/cda
https://www.leister.com/a-l/mach/cda
https://www.leister.com/a-l/mach/cda
https://www.leister.com/a-l/gene/cda
https://www.leister.com/a-l/spar/cda
https://www.leister.com/a-l/mach/cda


Pressure rollers Weights

Guidance Adjustment tools

Welding shoes Welding rods

76

https://www.leister.com/a-l/mach/cda
https://www.leister.com/a-l/mach/cda
https://www.leister.com/a-l/mach/cda
https://www.leister.com/a-l/mach/cda
https://www.leister.com/a-l/weld/cda
https://www.leister.com/a-l/cons/cda


Tool storage

77

https://www.leister.com/a-l/mach/cda


Legal Notices

Contents
We endeavor to ensure all information is correct, up-to-date 
and complete while carefully preparing the contents of this 
brochure. We cannot assume any liability for the information 
offered. We reserve the right to change or update all informa-
tion provided at any time without further notice.

Copyright/Industrial Property Rights
Texts, images, graphics and their arrangement are subject to 
copyright protection and other protective laws. The repro-
duction, modification, transfer or publication of part or all of 
the contents of this brochure is prohibited in any form, except 
for private, non-commercial purposes.

All marks contained in this brochure (protected trademarks, 
such as logos and business designations) are the property of 
Leister AG, Leister Brands AG or third parties and may not be 
used, copied or distributed without prior written consent.

Modifications
Modifications can be made at any time.

© Leister AG 
Galileo-Strasse 10 
6056 Kaegiswil 
Switzerland

+41 41 662 74 74 
leister@leister.com 
leister.com

https://www.leister.com/
https://leister.link/catalog-fb
https://leister.link/catalog-ig
https://leister.link/catalog-li
https://leister.link/catalog-yt
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